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FEATURES

•	 4" architectural LED downlight delivering 600 – 4000 lm

•	 Four beam distributions from 0.4 to 1.2 Spacing Criteria

•	 Quiet reflector appearance with superior 50º optical cutoff

•	 2700K – 5000K, 80+ and 90+ CRI options

•	 Available for New Construction (non-IC), Retrofit (non-IC), IC  
and Chicago Plenum applications

•	 Variety of dimming protocol options including 0–10V, DALI,  
DMX, Lutron Forward Phase and EcoSystem

•	 NX Distributed Intelligence™ wired and wireless controls  
capability available

 LTR-4RD
LITEISTRY 4" ROUND DOWNLIGHT

CONSTRUCTION
•	 Standard Non-IC. Chicago Plenum, IC and 

Retrofit options 

•	 New Construction: Painted black durable 
steel platform with pre-installed bar hangers

•	 Retrofit: Die cast aluminum mounting ring 
with 5-axis adjustable junction box 

•	 Retrofit housing allows below ceiling 
installation without removing existing fixture

•	 Pre-wired junction box with snap-on covers 
for easy access

•	 Snap-in connection from driver compartment 
allows easy installation

•	 Light Engine connections use plenum rated 
(CMP) cable

OPTICS
•	 Visually pleasing 50° cutoff to source and  

source image

•	 The light distribution is free of distracting 
bright spots or pixelation and the perimeter 
has a smooth transition

•	 Optical grade silicone lens integral to  
light engine

•	 High purity spun aluminum reflector,  
self-flanged

•	 Flush Mount flange option with mud-in  
ring available

•	 Large selection of anodized finishes  
and colors

™

CERTIFICATIONS
•	 cCSAus certified to UL 1598

•	 Suitable for wet locations, covered ceiling

•	 EM/EMR: Certified under UL 924 standard for 
emergency lighting and power equipment 

•	 Approved for 8 (4 in/4 out) No. 12AWG 
conductors rated for 90°C through wiring

•	 ENERGY STAR® certified models available 
(See list and additional information on page 7) 

WARRANTY
•	 5 year warranty

•	 See HLI Standard Warranty for 	
additional information

SPECIFICATIONS

OPTICS (CONTINUED)
•	 Painted cones and flange options available 

ELECTRICAL
•	 Chip-on-board LED with 2 SDCM

•	 Multiple CCTs, 80+ or 90+ CRI

•	 Long LED life: L90 at >55,000 hours (TM-21)

•	 Universal voltage 120V–277V driver,  
347V optional

•	 UL Class 2, inherent short circuit and 
overload protection, RoHS compliant

•	 Flicker free 0-10V dimming with 1% or  
<1% performance

•	 DALI, DMX, and Lutron Forward Phase and 
EcoSystem options

•	 Integral and remote emergency controller 
and battery pack options available

•	 NX or Lutron Vive control options available

•	 Refer to additional spec sheets for 
information on SpectraSync™ Tunable  
White or Dim-to-Warm or PowerHUBB™  
PoE enabled solutions

INSTALLATION
•	 Accommodates ceiling thickness up to 2" 

•	 Universal adjustable mounting brackets 
also accept 0.5" EMT conduit or 1.5" or 0.75" 
lathing channel (by others) or Prescolite 
accessory bar hangers (B24 or B6)

•	 Light Engine/Driver fully serviceable from 
above or below the ceiling

CONTROL TECHNOLOGY

KEY DATA

Lumen Range 600-4000

Wattage Range 8-52

Efficacy Range (LPW) 90-99*

Reported Life (Hours) L90 / >55,000

Input Current (mA) 65-433 (120V)

WET 
LOCATION

*Based on Specular, 35K, 80 CRI

 3" LITEISTRY 
Family

 4" LITEISTRY 
Family

 6" LITEISTRY 
Family

RELATED PRODUCTS

https://www.hubbell.com/hubbelllightingci/en/
https://www.hubbell.com/prescolite/en/
https://www.hubbell.com/prescolite/en/p/3775846
https://hubbellcdn.com/brochure/HCS_NX_Brochure.pdf
https://hubbellcdn.com/warranty/Hubbell%20Lighting%20Indoor%20Limited%20Warranty%20-%2030%20Jan%202015.pdf
https://www.hubbell.com/hubbelllightingci/en/Products/Lighting-Controls/Commercial-Indoor-Lighting/Recessed-Downlights/LITEISTRY-4-Round-Downlight-wPowerHUBB/p/3775848
https://www.hubbell.com/hubbelllightingci/en/Products/Lighting-Controls/Commercial-Indoor-Lighting/Recessed-Downlights/LITEISTRY-4-Round-Downlight-wPowerHUBB/p/3775848
https://www.hubbell.com/prescolite/en/Products/c/DataHub_WebRoot?text=&style=grid&pageSize=90&sort=PLPSequence-asc&q=%3APLPSequence-asc%3AFV_FamilyName%3ALITEISTRY%25E2%2584%25A2%3AFV_NominalDiameterOfAperture%3A3%2Bin
https://www.hubbell.com/prescolite/en/Products/c/DataHub_WebRoot?text=&style=grid&pageSize=90&sort=PLPSequence-asc&q=%3APLPSequence-asc%3AFV_FamilyName%3ALITEISTRY%25E2%2584%25A2%3AFV_NominalDiameterOfAperture%3A3%2Bin
https://www.hubbell.com/prescolite/en/Products/c/DataHub_WebRoot?text=&style=grid&pageSize=90&sort=PLPSequence-asc&q=%3APLPSequence-asc%3AFV_FamilyName%3ALITEISTRY%25E2%2584%25A2%3AFV_NominalDiameterOfAperture%3A4%2Bin
https://www.hubbell.com/prescolite/en/Products/c/DataHub_WebRoot?text=&style=grid&pageSize=90&sort=PLPSequence-asc&q=%3APLPSequence-asc%3AFV_FamilyName%3ALITEISTRY%25E2%2584%25A2%3AFV_NominalDiameterOfAperture%3A4%2Bin
https://www.hubbell.com/prescolite/en/Products/c/DataHub_WebRoot?text=&style=grid&pageSize=90&sort=PLPSequence-asc&q=%3APLPSequence-asc%3AFV_FamilyName%3ALITEISTRY%25E2%2584%25A2%3AFV_NominalDiameterOfAperture%3A6%2Bin
https://www.hubbell.com/prescolite/en/Products/c/DataHub_WebRoot?text=&style=grid&pageSize=90&sort=PLPSequence-asc&q=%3APLPSequence-asc%3AFV_FamilyName%3ALITEISTRY%25E2%2584%25A2%3AFV_NominalDiameterOfAperture%3A6%2Bin
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LTR-4RD-H – – –
Aperture/Shape/Function Lumen Package Lumen Output Driver Options3 Control Options Voltage Housing Options11

LTR-4RD-H  4” Round
Downlight 
New 
Construction
Housing

LTR-4RD-RFH 4" Round        
Downlight 
Retrofit
Housing1,7

LTR-4RD-
RFHW

4" Round 
Downlight 
Retrofit
Housing 
(for Wide 
Diameter)1,7

SL Standard 
Lumen

06L 600

10L 1000

15L 1500

ML Medium 
Lumen

20L 2000

25L 2500

30L 3000

HL High 
Lumen

35L 3500

40L 4000

DM1 0-10V Dimming to 1%

DM01 0-10V Dimming to < 1%

DMX DMX with RDM 
dimming to < 0.1%3

DALI DALI Dimming to 1%

2DM Lutron Hi-Lume 2-wire 
Dimming to 1% (120V 
Forward Phase only)3

EDM Lutron Hi-Lume 
EcoSystem Dimming 
to 1%3

NXE NX Enabled, 
Dual SmartPorts4

NXWE NX Wireless 
Enabled4

NXWD NX Wireless 
Enabled,
Dual SmartPorts4

LV Lutron Vive 
Enabled,
0-10V (requires 
0-10V driver)

LVE Lutron Vive 
Enabled,
EcoSystem, 
(requires EDM)

Standard
120-277V

34 347V8

CP Chicago Plenum9

IC IC rated10

EM Emergency Battery 
Pack with integral 
test switch and 
indicator light

EMR Emergency Battery 
Pack with remote 
test switch and 
indicator light

DTS Device Transfer 
Switch

GTD Generator Transfer 
Device

F Fuse

LTR-4RD-T –
Aperture/Shape/Function Lumen Package CCT CRI Distribution

LTR-4RD-T   4" Round Downlight Light 
Engine/Trim Assembly

SL Standard Lumen

ML Medium Lumen

HL High Lumen

27K 2700K

30K 3000K

35K 3500K

40K 4000K

50K 5000K2

8 80+CRI

9 90+CRI

NR Narrow (0.4 SC)

MD Medium (0.7 SC)

WD Wide (0.9 SC)

XW Extra Wide (1.2 SC)

Example: LTR–4RD–H–SL10L–DM1–LTR–4RD–T–SL35K8MDS

Accessories

B24 Set of two (2) 24" bar hangers for T-bar 
ceilings13

B6 Set of two bar hangers for ceiling joist up to 
24" centers13

FMR4-R Flush Mount Mud-In Ring Accessory, 4" 
Round

LiteGear LiteGear® Inverter, 125VA-250VA

LPS Series LightPower Micro-Inverter, 20VA-55VA

Notes:
1 RFH and RFHW available up to 30L; not available with Controls or Housing options.
2 5000K available in 80+ CRI only.
3 2DM, EDM, DMX available in 10L-35L.
4 NX requires DM1 driver option.
5 WT not needed for WC, BT not needed for BC.
6 Clear reflector or WC only, consult factory for other colors.
7 See line art for compatibility with existing aperture diameters.
8 347V requires DM1 driver option; not available in 06L or with Controls F, DTS, GTD, 

EM, EMR.
9 CP available up to 20L; not available with DMX, Controls, or EMR options.
10 IC available up to 20L; not available with Controls options.
11 Housing options (except Fuse) not available in combination.
12 Flush Mount Flange (FM) requires FMR accessory (sold separately).
13 Not for use with Retrofit housings (RFH/RFHW).

–
Reflector Finish Reflector Color Flange Color Options Lower Trim Options Reflector Options

Finish not applicable with 
painted reflectors (WC or BC)

S Specular

SS Semi-Specular

MFC American Matte™

VS Softglow®

VSS SoftSheen™

Standard Clear

CG Champagne Gold

BL Black

LW Light Wheat

PW Pewter

WC Painted White Cone and Flange

BC Painted Black Cone and Flange

Standard matches reflector color

WT White Flange5

BT Black Flange5

EM Pre-punched reflector for 
EM integral test switch and 
indicator

FM Flush Mount Mud-in Ring12

WF Wide Flange

AM Antimicrobial Coating6

ORDERING GUIDE

CATALOG #

HOUSING

TRIM

TRIM CONTINUED

https://www.hubbell.com/prescolite/en/p/3775846
https://www.hubbell.com/prescolite/en/
https://www.hubbell.com/hubbelllightingci/en/
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CONTROLS

DIMENSIONS

Lumen 
Package

"A"

06L-15L 4.97" (126.2mm)

20L-30L 6.15" (156.2mm)

35L-40L  7.33" (186.2mm)

14.36"
(364.6mm)

11.68"
(296.5mm)

14.09"
(357.8mm)

.51"
(12.8mm)

  A

4.00"
(101.6mm)

5.25"
(133.4mm)

CL

LTR-4RD-H New Construction

™

NX INTEGRATED CONTROLS REFERENCE

NX Option Sensor Networkable Scheduling Occupancy Daylight 
Harvesting

0–10V 
Dimming

On/off 
Control

Bluetooth® App 
Programming

NX Networked – Wired

NXE N/A Yes Yes No No Yes Yes Requires NXBTC/R1

NX Networked – Wireless

NXWE2 N/A Yes Yes No No Yes Yes No3

NX Networked – Wired/Wireless

NXWD N/A Yes Yes No No Yes Yes Requires NXBTC/R1,3

NX Distributed Intelligence™ Lighting Controls:
Supports applications in a variety of deployment options- wired, wireless, hybrid. Integrates with and enables a wide array 
of luminaires including those with SpectraSyncTM Color Tuning Technology.

1 NXBTC/R needs to be plugged into an available NX SmartPort™ on the fixture network
2 Programming via App requires factory assistance
3 To program NXWE option, need to consult factory. If connected to an area controller, programming can be done from that


 N

X D
esign & Application G

uide


 N
X Brochure

14.36"
(364.6mm)

11.68"
(296.5mm)

14.09"
(357.8mm)

.51"
(12.8mm)

  A

4.00"
(101.6mm)

5.25"
(133.4mm)

CL

Dimensional Data

Aperture 4.00" (101.6mm)

Flange:
Standard 5.25" (133.4mm)

Flush Mount 4.50" (114.3mm)

Ceiling 
Cutout:   

Standard 5.00" (127.0mm)

Flush Mount 5.12" (130.0mm)

Ceiling Thickness: 0.50" to 2.00"  
(12.7mm to 50.8mm)

Top View

https://www.hubbell.com/prescolite/en/p/3775846
https://www.hubbell.com/prescolite/en/
https://www.hubbell.com/hubbelllightingci/en/
https://hubbellcdn.com/brochure/NX_Design_Application_Guide.pdf
https://hubbellcdn.com/brochure/HCS_NX_Brochure.pdf
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LTR-4RD-H IC/CP

Top View

DIMENSIONS CONTINUED

LTR-4RD-RFH/-RFHW

10.91"
(277.1mm)

4.19"
(106.5mm)

8.04"
(204.1mm)

2.27"
(57.6mm)

5.45"
(138.4mm)

  A

4.00"
(101.6mm)

5.25"
(133.4mm) 10.91"

(277.1mm)

4.19"
(106.5mm)

8.04"
(204.1mm)

2.27"
(57.6mm)

5.45"
(138.4mm)

  A

4.00"
(101.6mm)

5.25"
(133.4mm)

Lumen 
Package

"A"

06L-15L 4.97" (126.2mm)

20L-30L 6.15" (156.2mm)

Housing Compatibility Guide

Existing Frame Opening** Use 
Housing

Use Flange 
OptionMIN MAX

4.75" (120.7mm) 5.00" (127.0mm) -RFH (Standard)

5.00" (127.0mm) 5.50" (139.7mm) -RFHW WF

**Measure the existing plaster frame opening at its narrowest point

Top View

Dimensional Data

Aperture 4.00" (101.6mm)

Flange:
Standard 5.25" (133.4mm)

Flush Mount 4.50" (114.3mm)

Ceiling 
Cutout:   

Standard 5.00" (127.0mm)

Flush Mount 5.12" (130.0mm)

Ceiling Thickness: 0.50" to 2.00"  
(12.7mm to 50.8mm)

Dimensional Data

Aperture 4.00" (101.6mm)

Flange:

Standard 5.25" (133.4mm)

Flush Mount 4.50" (114.3mm)

Wide (WF) 5.75" (146.1mm)

Ceiling 
Cutout:   

Standard 5.00" (127.0mm)

Flush Mount 5.12" (130.0mm)

Ceiling Thickness: 0.50" to 2.00"  
(12.7mm to 50.8mm)

11.72"
(297.7mm)

14.39"
(365.5mm)

14.34"
(364.3mm)

7.18"
(182.3mm)

7.68"
(195mm)

.51"
(12.8mm)

CL

CL

11.72"
(297.7mm)

14.39"
(365.5mm)

14.34"
(364.3mm)

7.18"
(182.3mm)

7.68"
(195mm)

.51"
(12.8mm)

CL

CL

https://www.hubbell.com/prescolite/en/p/3775846
https://www.hubbell.com/prescolite/en/
https://www.hubbell.com/hubbelllightingci/en/


LTR-4RD
LITEISTRY 4" ROUND DOWNLIGHT

© 2019 Prescolite, a division of Hubbell Lighting, Inc. Specifications subject to change without notice. 
701 Millennium Blvd • Greenville, SC 29607 / Tel 864.678.1000 / Website www.prescolite.com

Page 5/7 Rev. 10/01/19
LTR-4RD

DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

PHOTOMETRY

Test No. 19.00532
Description 2000 lm, Narrow, 3500K, 80 CRI
Delivered Lumens 2238
Watts 22.5W
Efficacy 99.3
Mounting Recessed
Spacing Criterion 0.4
Beam Angle (FWHM) 29

Zone Lumens % Luminaire
0-40 2208 98.6
0-60 2237 99.9
0-90 2238 100.0
0-180 2238 100.0

LTR-4RD-H-ML20L-DM1 / LTR-4RD-T-ML35K8NRS

2500

5000

7500

0˚ 15˚ 30˚

45˚

60˚

75˚

90˚

LUMINAIRE DATA                                                     

ZONAL LUMEN SUMMARY                                                     

POLAR GRAPH                           CANDELA DISTRIBUTION

Degree Candela
0 6877
5 6035
15 3284
25 1313
35 260
45 26
55 3
65 1
75 0
85 0
90 0

LUMINANCE DATA*

Vertical Angle Average
45° 4535
55° 645
65° 292
75° 0
85° 0

*Candela/Square Meter

Test No. 19.00533
Description 2000 lm, Medium, 3500K, 80 CRI
Delivered Lumens 2152
Watts 22.5W
Efficacy 95.6
Mounting Recessed
Spacing Criterion 0.7
Beam Angle (FWHM) 44

Zone Lumens % Luminaire
0-40 2113 98.2
0-60 2151 99.9
0-90 2152 100.0
0-180 2152 100.0

LTR-4RD-H-ML20L-DM1 / LTR-4RD-T-ML35K8MDS

1400

2800

4200

0˚ 15˚ 30˚

45˚

60˚

75˚

90˚

LUMINAIRE DATA                                                     

ZONAL LUMEN SUMMARY                                                     

POLAR GRAPH                           CANDELA DISTRIBUTION  

Degree Candela
0 4053
5 3893
15 3037
25 1493
35 366
45 34
55 3
65 1
75 0
85 0
90 0

LUMINANCE DATA*

Vertical Angle Average
45° 5931
55° 645
65° 292
75° 0
85° 0

*Candela/Square Meter

Test No. 19.00534
Description 2000 lm, Wide, 3500K, 80 CRI
Delivered Lumens 2059
Watts 22.5W
Efficacy 91.6
Mounting Recessed
Spacing Criterion 0.9
Beam Angle (FWHM) 61

Zone Lumens % Luminaire
0-40 1983 96.3
0-60 2056 99.8
0-90 2059 100.0
0-180 2059 100.0

LTR-4RD-H-ML20L-DM1 / LTR-4RD-T-ML35K8WDS

750

1500

2250

0˚ 15˚ 30˚

45˚

60˚

75˚

90˚

LUMINAIRE DATA                                                     

ZONAL LUMEN SUMMARY                                                     

POLAR GRAPH                           CANDELA DISTRIBUTION  

Degree Candela
0 2201
5 2210
15 2051
25 1504
35 692
45 169
55 10
65 3
75 1
85 0
90 0

LUMINANCE DATA*

Vertical Angle Average
45° 11338
55° 1075
65° 584
75° 477
85° 0

*Candela/Square Meter


 IES FILE


 IES FILE


 IES FILE

https://www.hubbell.com/prescolite/en/p/3775846
https://www.hubbell.com/prescolite/en/
https://www.hubbell.com/hubbelllightingci/en/
https://hubbellcdn.com/ies/LTR-3RD-H-ML20L-DM1%20LTR-3RD-T-ML35K8NRS.ies
https://hubbellcdn.com/ies/LTR-3RD-H-ML20L-DM1%20LTR-3RD-T-ML35K8NRS.ies
https://hubbellcdn.com/ies/LTR-4RD-H-ML20L-DM1%20LTR-4RD-T-ML35K8NRS.ies
https://hubbellcdn.com/ies/LTR-4RD-H-ML20L-DM1%20LTR-4RD-T-ML35K8MDS.ies
https://hubbellcdn.com/ies/LTR-4RD-H-HL40L-DM1%20LTR-4RD-T-HL35K8WDS.ies
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PHOTOMETRY CONTINUED

Test No. 19.00535
Description 2000 lm, Extra Wide, 3500K, 

80 CRI
Delivered Lumens 2028
Watts 22.5W
Efficacy 90.2
Mounting Recessed
Spacing Criterion 1.2
Beam Angle (FWHM) 78

Zone Lumens % Luminaire
0-40 1794 88.5
0-60 2025 99.8
0-90 2028 100.0
0-180 2028 100.0

LTR-4RD-H-ML20L-DM1 / LTR-4RD-T-ML35K8XWS

550

1100

1650

0˚ 15˚ 30˚

45˚

60˚

75˚

90˚

LUMINAIRE DATA                                                     

ZONAL LUMEN SUMMARY                                                     

POLAR GRAPH                           CANDELA DISTRIBUTION  

Degree Candela
0 1235
5 1252
15 1392
25 1454
35 1010
45 256
55 6
65 2
75 1
85 0
90 0

LUMINANCE DATA*

Vertical Angle Average
45° 44656
55° 1290
65° 584
75° 231
85° 477

*Candela/Square Meter

TM-30 DATA

COLOR VECTOR GRAPHIC
3500K, 90 CRI

COLOR DISTORTION GRAPHIC 
3500K, 90 CRI

Reference Illuminant                Test Source

TEST RESULTS - 3500K

Value 80+ CRI 90+ CRI

Rf 84 88

Rg 95 95

CCT (K) 3411 3419

DUV 0.0015 0.0042

x 0.4120 0.4147

y 0.3974 0.4052

CIE Ra 84 93

CIE R9 11 62

LUMEN MULTIPLIER

Option 27K8 30K8 35K8 40K8 50K8 27K9 30K9 35K9 40K9
Multiplier 0.94 0.98 1.00 1.01 1.02 0.81 0.84 0.85 0.85

Photometrics are published below at a nominal 3500 Kelvin, 80+ CRI. This table may be used to approximate the lumen values at different Kelvin temperatures. Power consumption would stay the same.

Reference Illuminant

COLOR DISTORTION ICON COLOR DISTORTION GRAPHIC

Reference Illuminant

COLOR DISTORTION ICON COLOR DISTORTION GRAPHIC

Reference Illuminant

COLOR DISTORTION ICON COLOR DISTORTION GRAPHIC

Reference Illuminant                Test Source

COLOR VECTOR GRAPHIC
3500K, 80 CRI

COLOR DISTORTION GRAPHIC 
3500K, 80 CRI


 IES FILE

https://www.hubbell.com/prescolite/en/p/3775846
https://www.hubbell.com/prescolite/en/
https://www.hubbell.com/hubbelllightingci/en/
https://hubbellcdn.com/ies/LTR-4RD-H-HL40L-DM1%20LTR-4RD-T-HL35K8XWS.ies
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ELECTRICAL DATA

ADDITIONAL INFORMATION

DRIVER DATA

Input Voltage 120-277 V 347 V

Input Frequency 50/60 Hz 50/60 Hz

Power Factor ≥0.90 ≥0.90

THD <20% <20%

EMI Filtering (FCC 47 CFR Part 15) Class A Class A

* Values for DM1 option shown, values for other dimming options may vary.

WATTAGE DATA

Lumen Output Nominal Lumens Wattage

06L 600 8

10L 1000 12

15L 1500 19

20L 2000 23

25L 2500 28

30L 3000 35

35L 3500 43

40L 4000 52

* Wattage may vary based on configuration and options selected

All product and company names, logos and product identifiers are trademarks ™ or registered trademarks ® of Hubbell Lighting, Inc. 
or their respective owners. Use of them does not necessarily imply any affiliation with or endorsement by such respective owners.

ENERGY STAR® Certified Models

LTR-4RD-H-SL10L-DM1 + LTR-4RD-T-SL35K8WDSS
LTR-4RD-H-SL10L-DM1 + LTR-4RD-T-SL35K8WDSSWT

LTR-4RD-H-SL15L-DM1 + LTR-4RD-T-SL35K8WDSS
LTR-4RD-H-SL15L-DM1 + LTR-4RD-T-SL35K8WDSSWT
LTR-4RD-H-ML20L-DM1 + LTR-4RD-T-ML35K8WDSS

LTR-4RD-H-ML20L-DM1 + LTR-4RD-T-ML35K8WDSSWT
LTR-4RD-H-ML30L-DM1 + LTR-4RD-T-ML35K8WDSS

LTR-4RD-H-ML30L-DM1 + LTR-4RD-T-ML35K8WDSSWT
LTR-4RD-H-HL40L-DM1 + LTR-4RD-T-HL35K8WDSS

LTR-4RD-H-HL40L-DM1 + LTR-4RD-T-HL35K8WDSSWT

DMX
See instruction sheet on www.prescolite.com for connection & installation information. 

Central Inverters
For full fixture output in back-up mode, we recommend you visit www.dual-lite.com for your Central Lighting Inverter options.  Please contact your local Hubbell 
representative for any assistance with proper sizing and loading of your inverter selection. Central lighting inverters must be ordered separately. 
LiteGear: www.dual-lite.com/products/litegear_lg_series
LPS Series: www.dual-lite.com/products/lps

ENERGY STAR®
The following stock items are ENERGY STAR® certified models. (See www.energystar.gov for more details.)

DIMMING COMPATIBILITY CHART

Dimming Driver Manufacturer Web Link
DM1 /DM01 Lutron DVTV http://bit.ly/11jSvZg

DM1 Leviton AWRMG-7xx, AWSMG-7xx, AWSMT-7xx http://bit.ly/1BJn2R9
EDM Lutron http://bit.ly/1vtjHAl
2DM Lutron http://bit.ly/1S4WjXK

https://www.hubbell.com/prescolite/en/p/3775846
https://www.hubbell.com/prescolite/en/
https://www.hubbell.com/hubbelllightingci/en/
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Complete Units
Ordering Information
Example: HMWP-UDQF1X46U5KZSP

HMWP-UDQ DuraLED Halfmoon Up/Down Light

1X46=
Up 1x12w,
Down 1x34

U=120-277V
C=347V

4K=4000K 
5K=5000K

Z=Bronze 
C=Custom
(Consult Factory)

Model CCTWattage ColorOptics Driver Options
SF=Single Fuse
DF=Double Fuse
SP=Surge Protection
BU=Battery Backup, 90 Minutes
 

Housing:
Die Cast Gasketed Aluminum Front Frame and
Housing. Nickel-Plated Stainless Steel Hardware.

Listing & Ratings:
CSA: Listed for Wet Locations, ANSI/UL 1598, 8750
IP65 Sealed LED Compartment.

Finish:
Textured Architectural Bronze Powdercoat Finish
Over a Chromate Conversion Coating. Custom Colors
Available Upon Request.

Lens:
Bottom: Tempered Clear Flat Glass Lens,
Top: Oval Molded Tempered Clear Glass Lens

Mounting Options:
Mount Directly Over a 4˝ Recessed Outlet Box,
Includes Easy-Hang “Two Hands Free” Wall Mounting
Bracket with Built-In Level.

DuraLED LED:
Aluminum Boards

Wattage:
Array:12w and 34w, System: 52w
(250w HID Equivalent)

Driver:
Electronic Driver, 120-277V, 50/60Hz or 347V, 50/60Hz; 
Less Than 20% THD and PF>0.90. Standard Internal 
Surge Protection 6kV. 0-10V Dimming Standard for a 
Dimming Range of 100% to 10%; Dimming Source Current 
is 150 Microamps.

Warranty:
5-Year Warranty for -40°C to +40°C Environment.

See Page 2 for Projected Lumen Maintenance Table.

Specifications and Features: L70
25°C

410,000
Hours

The DuraGuard HMWP-UDQ up and down architectural wall luminaire is available with an IES Type V distribution 
designed to replace HID lighting systems from 150w to 250w MH or HPS. Typical wall mounted lighting applications 
include retail centers, industrial parks, schools and universities, public transit and airports, office buildings and medical 
facilities. Mounting heights of 12 to 20 feet can be used based on light level and uniformity requirements.

HMWP-UDQ=
DuraLED Halfmoon 
Up/Down Light

F=Type V

HMWP-UDQ DuraLED Halfmoon Up/Down Light

Dimensions
Width (D) 18⅛˝ (460mm)

Depth (C) 7⅛˝ (181mm)

Height (A) 9⅛˝ (232mm)

Fixture Type:

Date:

Project InformationProject Name:

Comments:

Complete Catalog #:

(Top View)

(Bottom View)

D

C

A

Rev. 090618

www.duraguard.com
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Photometric Data

Photometric Performance
5000 CCT 80 CRI 4000 CCT 80 CRI

LED Board Watts Drive Current 
(mA)

Input 
Watts Optics Lumens LPW B U G Lumens LPW B U G

DuraLED 46w 525 52 Type V 5,922 114 2 5 1 5,419 104 2 5 0

HMWP-UDQF1X46U5KC
Type V

Grid in MH
MH=16 Feet

Replacement Parts
(Order Separately, Field Installed)

For Replacement Battery Backup, see the DuraGuard LED Battery Backup 
Specification Sheet.

NOTES:
1. Projected per IESNA TM-21-11. Data references the extrapolated performance projections for the 525mA base model in a 25°C ambient, based on 10,000 hours of LED testing per IESNA LM-80-08.
2. Compare to MH box indicates suggested Light Loss Factor (LLF) to be used when comparing to Metal Halide (MH) systems.

Projected Lumen Maintenance
Data shown for 5000 CCT Compare to MH

TM-21-11 Input Watts Initial 25,000 Hrs 50,000 Hrs 100,000 Hrs Calculated L70@ 25°C

L70 Lumen Maintenance @ 25°C / 77°F 52 1.00 0.98 0.96 0.93 410,000

TM-21-11 Input Watts Initial 25,000 Hrs 50,000 Hrs 100,000 Hrs Calculated L70@ 50°C

L70 Lumen Maintenance @ 50°C / 122°F 52 1.00 0.97 0.94 0.87 235,000

TM-21-11 Input Watts Initial 25,000 Hrs 50,000 Hrs 100,000 Hrs Calculated L80@ 40°C

L80 Lumen Maintenance @ 40°C / 104°F 52 1.00 0.97 0.95 0.89 187,000

HMWP-UDQ DuraLED Halfmoon Up/Down Light

Rev. 090618

www.duraguard.com
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FEATURES

•	 4" architectural LED downlight delivering 600 – 4000 lm

•	 Four beam distributions from 0.4 to 1.2 Spacing Criteria

•	 Quiet reflector appearance with superior 50º optical cutoff

•	 2700K – 5000K, 80+ and 90+ CRI options

•	 Available for New Construction (non-IC), Retrofit (non-IC), IC  
and Chicago Plenum applications

•	 Variety of dimming protocol options including 0–10V, DALI,  
DMX, Lutron Forward Phase and EcoSystem

•	 NX Distributed Intelligence™ wired and wireless controls  
capability available

 LTR-4RD
LITEISTRY 4" ROUND DOWNLIGHT

CONSTRUCTION
•	 Standard Non-IC. Chicago Plenum, IC and 

Retrofit options 

•	 New Construction: Painted black durable 
steel platform with pre-installed bar hangers

•	 Retrofit: Die cast aluminum mounting ring 
with 5-axis adjustable junction box 

•	 Retrofit housing allows below ceiling 
installation without removing existing fixture

•	 Pre-wired junction box with snap-on covers 
for easy access

•	 Snap-in connection from driver compartment 
allows easy installation

•	 Light Engine connections use plenum rated 
(CMP) cable

OPTICS
•	 Visually pleasing 50° cutoff to source and  

source image

•	 The light distribution is free of distracting 
bright spots or pixelation and the perimeter 
has a smooth transition

•	 Optical grade silicone lens integral to  
light engine

•	 High purity spun aluminum reflector,  
self-flanged

•	 Flush Mount flange option with mud-in  
ring available

•	 Large selection of anodized finishes  
and colors

™

CERTIFICATIONS
•	 cCSAus certified to UL 1598

•	 Suitable for wet locations, covered ceiling

•	 EM/EMR: Certified under UL 924 standard for 
emergency lighting and power equipment 

•	 Approved for 8 (4 in/4 out) No. 12AWG 
conductors rated for 90°C through wiring

•	 ENERGY STAR® certified models available 
(See list and additional information on page 7) 

WARRANTY
•	 5 year warranty

•	 See HLI Standard Warranty for 	
additional information

SPECIFICATIONS

OPTICS (CONTINUED)
•	 Painted cones and flange options available 

ELECTRICAL
•	 Chip-on-board LED with 2 SDCM

•	 Multiple CCTs, 80+ or 90+ CRI

•	 Long LED life: L90 at >55,000 hours (TM-21)

•	 Universal voltage 120V–277V driver,  
347V optional

•	 UL Class 2, inherent short circuit and 
overload protection, RoHS compliant

•	 Flicker free 0-10V dimming with 1% or  
<1% performance

•	 DALI, DMX, and Lutron Forward Phase and 
EcoSystem options

•	 Integral and remote emergency controller 
and battery pack options available

•	 NX or Lutron Vive control options available

•	 Refer to additional spec sheets for 
information on SpectraSync™ Tunable  
White or Dim-to-Warm or PowerHUBB™  
PoE enabled solutions

INSTALLATION
•	 Accommodates ceiling thickness up to 2" 

•	 Universal adjustable mounting brackets 
also accept 0.5" EMT conduit or 1.5" or 0.75" 
lathing channel (by others) or Prescolite 
accessory bar hangers (B24 or B6)

•	 Light Engine/Driver fully serviceable from 
above or below the ceiling

CONTROL TECHNOLOGY

KEY DATA

Lumen Range 600-4000

Wattage Range 8-52

Efficacy Range (LPW) 90-99*

Reported Life (Hours) L90 / >55,000

Input Current (mA) 65-433 (120V)

WET 
LOCATION

*Based on Specular, 35K, 80 CRI

 3" LITEISTRY 
Family

 4" LITEISTRY 
Family

 6" LITEISTRY 
Family

RELATED PRODUCTS

https://www.hubbell.com/hubbelllightingci/en/
https://www.hubbell.com/prescolite/en/
https://www.hubbell.com/prescolite/en/p/3775846
https://hubbellcdn.com/brochure/HCS_NX_Brochure.pdf
https://hubbellcdn.com/warranty/Hubbell%20Lighting%20Indoor%20Limited%20Warranty%20-%2030%20Jan%202015.pdf
https://www.hubbell.com/hubbelllightingci/en/Products/Lighting-Controls/Commercial-Indoor-Lighting/Recessed-Downlights/LITEISTRY-4-Round-Downlight-wPowerHUBB/p/3775848
https://www.hubbell.com/hubbelllightingci/en/Products/Lighting-Controls/Commercial-Indoor-Lighting/Recessed-Downlights/LITEISTRY-4-Round-Downlight-wPowerHUBB/p/3775848
https://www.hubbell.com/prescolite/en/Products/c/DataHub_WebRoot?text=&style=grid&pageSize=90&sort=PLPSequence-asc&q=%3APLPSequence-asc%3AFV_FamilyName%3ALITEISTRY%25E2%2584%25A2%3AFV_NominalDiameterOfAperture%3A3%2Bin
https://www.hubbell.com/prescolite/en/Products/c/DataHub_WebRoot?text=&style=grid&pageSize=90&sort=PLPSequence-asc&q=%3APLPSequence-asc%3AFV_FamilyName%3ALITEISTRY%25E2%2584%25A2%3AFV_NominalDiameterOfAperture%3A3%2Bin
https://www.hubbell.com/prescolite/en/Products/c/DataHub_WebRoot?text=&style=grid&pageSize=90&sort=PLPSequence-asc&q=%3APLPSequence-asc%3AFV_FamilyName%3ALITEISTRY%25E2%2584%25A2%3AFV_NominalDiameterOfAperture%3A4%2Bin
https://www.hubbell.com/prescolite/en/Products/c/DataHub_WebRoot?text=&style=grid&pageSize=90&sort=PLPSequence-asc&q=%3APLPSequence-asc%3AFV_FamilyName%3ALITEISTRY%25E2%2584%25A2%3AFV_NominalDiameterOfAperture%3A4%2Bin
https://www.hubbell.com/prescolite/en/Products/c/DataHub_WebRoot?text=&style=grid&pageSize=90&sort=PLPSequence-asc&q=%3APLPSequence-asc%3AFV_FamilyName%3ALITEISTRY%25E2%2584%25A2%3AFV_NominalDiameterOfAperture%3A6%2Bin
https://www.hubbell.com/prescolite/en/Products/c/DataHub_WebRoot?text=&style=grid&pageSize=90&sort=PLPSequence-asc&q=%3APLPSequence-asc%3AFV_FamilyName%3ALITEISTRY%25E2%2584%25A2%3AFV_NominalDiameterOfAperture%3A6%2Bin


LTR-4RD
LITEISTRY 4" ROUND DOWNLIGHT

© 2019 Prescolite, a division of Hubbell Lighting, Inc. Specifications subject to change without notice. 
701 Millennium Blvd • Greenville, SC 29607 / Tel 864.678.1000 / Website www.prescolite.com

Page 2/7 Rev. 10/01/19
LTR-4RD

DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

LTR-4RD-H – – –
Aperture/Shape/Function Lumen Package Lumen Output Driver Options3 Control Options Voltage Housing Options11

LTR-4RD-H  4” Round
Downlight 
New 
Construction
Housing

LTR-4RD-RFH 4" Round        
Downlight 
Retrofit
Housing1,7

LTR-4RD-
RFHW

4" Round 
Downlight 
Retrofit
Housing 
(for Wide 
Diameter)1,7

SL Standard 
Lumen

06L 600

10L 1000

15L 1500

ML Medium 
Lumen

20L 2000

25L 2500

30L 3000

HL High 
Lumen

35L 3500

40L 4000

DM1 0-10V Dimming to 1%

DM01 0-10V Dimming to < 1%

DMX DMX with RDM 
dimming to < 0.1%3

DALI DALI Dimming to 1%

2DM Lutron Hi-Lume 2-wire 
Dimming to 1% (120V 
Forward Phase only)3

EDM Lutron Hi-Lume 
EcoSystem Dimming 
to 1%3

NXE NX Enabled, 
Dual SmartPorts4

NXWE NX Wireless 
Enabled4

NXWD NX Wireless 
Enabled,
Dual SmartPorts4

LV Lutron Vive 
Enabled,
0-10V (requires 
0-10V driver)

LVE Lutron Vive 
Enabled,
EcoSystem, 
(requires EDM)

Standard
120-277V

34 347V8

CP Chicago Plenum9

IC IC rated10

EM Emergency Battery 
Pack with integral 
test switch and 
indicator light

EMR Emergency Battery 
Pack with remote 
test switch and 
indicator light

DTS Device Transfer 
Switch

GTD Generator Transfer 
Device

F Fuse

LTR-4RD-T –
Aperture/Shape/Function Lumen Package CCT CRI Distribution

LTR-4RD-T   4" Round Downlight Light 
Engine/Trim Assembly

SL Standard Lumen

ML Medium Lumen

HL High Lumen

27K 2700K

30K 3000K

35K 3500K

40K 4000K

50K 5000K2

8 80+CRI

9 90+CRI

NR Narrow (0.4 SC)

MD Medium (0.7 SC)

WD Wide (0.9 SC)

XW Extra Wide (1.2 SC)

Example: LTR–4RD–H–SL10L–DM1–LTR–4RD–T–SL35K8MDS

Accessories

B24 Set of two (2) 24" bar hangers for T-bar 
ceilings13

B6 Set of two bar hangers for ceiling joist up to 
24" centers13

FMR4-R Flush Mount Mud-In Ring Accessory, 4" 
Round

LiteGear LiteGear® Inverter, 125VA-250VA

LPS Series LightPower Micro-Inverter, 20VA-55VA

Notes:
1 RFH and RFHW available up to 30L; not available with Controls or Housing options.
2 5000K available in 80+ CRI only.
3 2DM, EDM, DMX available in 10L-35L.
4 NX requires DM1 driver option.
5 WT not needed for WC, BT not needed for BC.
6 Clear reflector or WC only, consult factory for other colors.
7 See line art for compatibility with existing aperture diameters.
8 347V requires DM1 driver option; not available in 06L or with Controls F, DTS, GTD, 

EM, EMR.
9 CP available up to 20L; not available with DMX, Controls, or EMR options.
10 IC available up to 20L; not available with Controls options.
11 Housing options (except Fuse) not available in combination.
12 Flush Mount Flange (FM) requires FMR accessory (sold separately).
13 Not for use with Retrofit housings (RFH/RFHW).

–
Reflector Finish Reflector Color Flange Color Options Lower Trim Options Reflector Options

Finish not applicable with 
painted reflectors (WC or BC)

S Specular

SS Semi-Specular

MFC American Matte™

VS Softglow®

VSS SoftSheen™

Standard Clear

CG Champagne Gold

BL Black

LW Light Wheat

PW Pewter

WC Painted White Cone and Flange

BC Painted Black Cone and Flange

Standard matches reflector color

WT White Flange5

BT Black Flange5

EM Pre-punched reflector for 
EM integral test switch and 
indicator

FM Flush Mount Mud-in Ring12

WF Wide Flange

AM Antimicrobial Coating6

ORDERING GUIDE

CATALOG #

HOUSING

TRIM

TRIM CONTINUED

https://www.hubbell.com/prescolite/en/p/3775846
https://www.hubbell.com/prescolite/en/
https://www.hubbell.com/hubbelllightingci/en/
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CONTROLS

DIMENSIONS

Lumen 
Package

"A"

06L-15L 4.97" (126.2mm)

20L-30L 6.15" (156.2mm)

35L-40L  7.33" (186.2mm)

14.36"
(364.6mm)

11.68"
(296.5mm)

14.09"
(357.8mm)

.51"
(12.8mm)

  A

4.00"
(101.6mm)

5.25"
(133.4mm)

CL

LTR-4RD-H New Construction

™

NX INTEGRATED CONTROLS REFERENCE

NX Option Sensor Networkable Scheduling Occupancy Daylight 
Harvesting

0–10V 
Dimming

On/off 
Control

Bluetooth® App 
Programming

NX Networked – Wired

NXE N/A Yes Yes No No Yes Yes Requires NXBTC/R1

NX Networked – Wireless

NXWE2 N/A Yes Yes No No Yes Yes No3

NX Networked – Wired/Wireless

NXWD N/A Yes Yes No No Yes Yes Requires NXBTC/R1,3

NX Distributed Intelligence™ Lighting Controls:
Supports applications in a variety of deployment options- wired, wireless, hybrid. Integrates with and enables a wide array 
of luminaires including those with SpectraSyncTM Color Tuning Technology.

1 NXBTC/R needs to be plugged into an available NX SmartPort™ on the fixture network
2 Programming via App requires factory assistance
3 To program NXWE option, need to consult factory. If connected to an area controller, programming can be done from that


 N

X D
esign & Application G

uide


 N
X Brochure

14.36"
(364.6mm)

11.68"
(296.5mm)

14.09"
(357.8mm)

.51"
(12.8mm)

  A

4.00"
(101.6mm)

5.25"
(133.4mm)

CL

Dimensional Data

Aperture 4.00" (101.6mm)

Flange:
Standard 5.25" (133.4mm)

Flush Mount 4.50" (114.3mm)

Ceiling 
Cutout:   

Standard 5.00" (127.0mm)

Flush Mount 5.12" (130.0mm)

Ceiling Thickness: 0.50" to 2.00"  
(12.7mm to 50.8mm)

Top View

https://www.hubbell.com/prescolite/en/p/3775846
https://www.hubbell.com/prescolite/en/
https://www.hubbell.com/hubbelllightingci/en/
https://hubbellcdn.com/brochure/NX_Design_Application_Guide.pdf
https://hubbellcdn.com/brochure/HCS_NX_Brochure.pdf
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LTR-4RD-H IC/CP

Top View

DIMENSIONS CONTINUED

LTR-4RD-RFH/-RFHW

10.91"
(277.1mm)

4.19"
(106.5mm)

8.04"
(204.1mm)

2.27"
(57.6mm)

5.45"
(138.4mm)

  A

4.00"
(101.6mm)

5.25"
(133.4mm) 10.91"

(277.1mm)

4.19"
(106.5mm)

8.04"
(204.1mm)

2.27"
(57.6mm)

5.45"
(138.4mm)

  A

4.00"
(101.6mm)

5.25"
(133.4mm)

Lumen 
Package

"A"

06L-15L 4.97" (126.2mm)

20L-30L 6.15" (156.2mm)

Housing Compatibility Guide

Existing Frame Opening** Use 
Housing

Use Flange 
OptionMIN MAX

4.75" (120.7mm) 5.00" (127.0mm) -RFH (Standard)

5.00" (127.0mm) 5.50" (139.7mm) -RFHW WF

**Measure the existing plaster frame opening at its narrowest point

Top View

Dimensional Data

Aperture 4.00" (101.6mm)

Flange:
Standard 5.25" (133.4mm)

Flush Mount 4.50" (114.3mm)

Ceiling 
Cutout:   

Standard 5.00" (127.0mm)

Flush Mount 5.12" (130.0mm)

Ceiling Thickness: 0.50" to 2.00"  
(12.7mm to 50.8mm)

Dimensional Data

Aperture 4.00" (101.6mm)

Flange:

Standard 5.25" (133.4mm)

Flush Mount 4.50" (114.3mm)

Wide (WF) 5.75" (146.1mm)

Ceiling 
Cutout:   

Standard 5.00" (127.0mm)

Flush Mount 5.12" (130.0mm)

Ceiling Thickness: 0.50" to 2.00"  
(12.7mm to 50.8mm)

11.72"
(297.7mm)

14.39"
(365.5mm)

14.34"
(364.3mm)

7.18"
(182.3mm)

7.68"
(195mm)

.51"
(12.8mm)

CL

CL

11.72"
(297.7mm)

14.39"
(365.5mm)

14.34"
(364.3mm)

7.18"
(182.3mm)

7.68"
(195mm)

.51"
(12.8mm)

CL

CL

https://www.hubbell.com/prescolite/en/p/3775846
https://www.hubbell.com/prescolite/en/
https://www.hubbell.com/hubbelllightingci/en/


LTR-4RD
LITEISTRY 4" ROUND DOWNLIGHT

© 2019 Prescolite, a division of Hubbell Lighting, Inc. Specifications subject to change without notice. 
701 Millennium Blvd • Greenville, SC 29607 / Tel 864.678.1000 / Website www.prescolite.com

Page 5/7 Rev. 10/01/19
LTR-4RD

DATE: LOCATION:

TYPE: PROJECT:

CATALOG #:

PHOTOMETRY

Test No. 19.00532
Description 2000 lm, Narrow, 3500K, 80 CRI
Delivered Lumens 2238
Watts 22.5W
Efficacy 99.3
Mounting Recessed
Spacing Criterion 0.4
Beam Angle (FWHM) 29

Zone Lumens % Luminaire
0-40 2208 98.6
0-60 2237 99.9
0-90 2238 100.0
0-180 2238 100.0

LTR-4RD-H-ML20L-DM1 / LTR-4RD-T-ML35K8NRS

2500

5000

7500

0˚ 15˚ 30˚

45˚

60˚

75˚

90˚

LUMINAIRE DATA                                                     

ZONAL LUMEN SUMMARY                                                     

POLAR GRAPH                           CANDELA DISTRIBUTION

Degree Candela
0 6877
5 6035
15 3284
25 1313
35 260
45 26
55 3
65 1
75 0
85 0
90 0

LUMINANCE DATA*

Vertical Angle Average
45° 4535
55° 645
65° 292
75° 0
85° 0

*Candela/Square Meter

Test No. 19.00533
Description 2000 lm, Medium, 3500K, 80 CRI
Delivered Lumens 2152
Watts 22.5W
Efficacy 95.6
Mounting Recessed
Spacing Criterion 0.7
Beam Angle (FWHM) 44

Zone Lumens % Luminaire
0-40 2113 98.2
0-60 2151 99.9
0-90 2152 100.0
0-180 2152 100.0

LTR-4RD-H-ML20L-DM1 / LTR-4RD-T-ML35K8MDS

1400

2800

4200

0˚ 15˚ 30˚

45˚

60˚

75˚

90˚

LUMINAIRE DATA                                                     

ZONAL LUMEN SUMMARY                                                     

POLAR GRAPH                           CANDELA DISTRIBUTION  

Degree Candela
0 4053
5 3893
15 3037
25 1493
35 366
45 34
55 3
65 1
75 0
85 0
90 0

LUMINANCE DATA*

Vertical Angle Average
45° 5931
55° 645
65° 292
75° 0
85° 0

*Candela/Square Meter

Test No. 19.00534
Description 2000 lm, Wide, 3500K, 80 CRI
Delivered Lumens 2059
Watts 22.5W
Efficacy 91.6
Mounting Recessed
Spacing Criterion 0.9
Beam Angle (FWHM) 61

Zone Lumens % Luminaire
0-40 1983 96.3
0-60 2056 99.8
0-90 2059 100.0
0-180 2059 100.0

LTR-4RD-H-ML20L-DM1 / LTR-4RD-T-ML35K8WDS

750

1500

2250

0˚ 15˚ 30˚

45˚

60˚

75˚

90˚

LUMINAIRE DATA                                                     

ZONAL LUMEN SUMMARY                                                     

POLAR GRAPH                           CANDELA DISTRIBUTION  

Degree Candela
0 2201
5 2210
15 2051
25 1504
35 692
45 169
55 10
65 3
75 1
85 0
90 0

LUMINANCE DATA*

Vertical Angle Average
45° 11338
55° 1075
65° 584
75° 477
85° 0

*Candela/Square Meter


 IES FILE


 IES FILE


 IES FILE

https://www.hubbell.com/prescolite/en/p/3775846
https://www.hubbell.com/prescolite/en/
https://www.hubbell.com/hubbelllightingci/en/
https://hubbellcdn.com/ies/LTR-3RD-H-ML20L-DM1%20LTR-3RD-T-ML35K8NRS.ies
https://hubbellcdn.com/ies/LTR-3RD-H-ML20L-DM1%20LTR-3RD-T-ML35K8NRS.ies
https://hubbellcdn.com/ies/LTR-4RD-H-ML20L-DM1%20LTR-4RD-T-ML35K8NRS.ies
https://hubbellcdn.com/ies/LTR-4RD-H-ML20L-DM1%20LTR-4RD-T-ML35K8MDS.ies
https://hubbellcdn.com/ies/LTR-4RD-H-HL40L-DM1%20LTR-4RD-T-HL35K8WDS.ies
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PHOTOMETRY CONTINUED

Test No. 19.00535
Description 2000 lm, Extra Wide, 3500K, 

80 CRI
Delivered Lumens 2028
Watts 22.5W
Efficacy 90.2
Mounting Recessed
Spacing Criterion 1.2
Beam Angle (FWHM) 78

Zone Lumens % Luminaire
0-40 1794 88.5
0-60 2025 99.8
0-90 2028 100.0
0-180 2028 100.0

LTR-4RD-H-ML20L-DM1 / LTR-4RD-T-ML35K8XWS

550

1100

1650

0˚ 15˚ 30˚

45˚

60˚

75˚

90˚

LUMINAIRE DATA                                                     

ZONAL LUMEN SUMMARY                                                     

POLAR GRAPH                           CANDELA DISTRIBUTION  

Degree Candela
0 1235
5 1252
15 1392
25 1454
35 1010
45 256
55 6
65 2
75 1
85 0
90 0

LUMINANCE DATA*

Vertical Angle Average
45° 44656
55° 1290
65° 584
75° 231
85° 477

*Candela/Square Meter

TM-30 DATA

COLOR VECTOR GRAPHIC
3500K, 90 CRI

COLOR DISTORTION GRAPHIC 
3500K, 90 CRI

Reference Illuminant                Test Source

TEST RESULTS - 3500K

Value 80+ CRI 90+ CRI

Rf 84 88

Rg 95 95

CCT (K) 3411 3419

DUV 0.0015 0.0042

x 0.4120 0.4147

y 0.3974 0.4052

CIE Ra 84 93

CIE R9 11 62

LUMEN MULTIPLIER

Option 27K8 30K8 35K8 40K8 50K8 27K9 30K9 35K9 40K9
Multiplier 0.94 0.98 1.00 1.01 1.02 0.81 0.84 0.85 0.85

Photometrics are published below at a nominal 3500 Kelvin, 80+ CRI. This table may be used to approximate the lumen values at different Kelvin temperatures. Power consumption would stay the same.

Reference Illuminant

COLOR DISTORTION ICON COLOR DISTORTION GRAPHIC

Reference Illuminant

COLOR DISTORTION ICON COLOR DISTORTION GRAPHIC

Reference Illuminant

COLOR DISTORTION ICON COLOR DISTORTION GRAPHIC

Reference Illuminant                Test Source

COLOR VECTOR GRAPHIC
3500K, 80 CRI

COLOR DISTORTION GRAPHIC 
3500K, 80 CRI


 IES FILE

https://www.hubbell.com/prescolite/en/p/3775846
https://www.hubbell.com/prescolite/en/
https://www.hubbell.com/hubbelllightingci/en/
https://hubbellcdn.com/ies/LTR-4RD-H-HL40L-DM1%20LTR-4RD-T-HL35K8XWS.ies
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ELECTRICAL DATA

ADDITIONAL INFORMATION

DRIVER DATA

Input Voltage 120-277 V 347 V

Input Frequency 50/60 Hz 50/60 Hz

Power Factor ≥0.90 ≥0.90

THD <20% <20%

EMI Filtering (FCC 47 CFR Part 15) Class A Class A

* Values for DM1 option shown, values for other dimming options may vary.

WATTAGE DATA

Lumen Output Nominal Lumens Wattage

06L 600 8

10L 1000 12

15L 1500 19

20L 2000 23

25L 2500 28

30L 3000 35

35L 3500 43

40L 4000 52

* Wattage may vary based on configuration and options selected

All product and company names, logos and product identifiers are trademarks ™ or registered trademarks ® of Hubbell Lighting, Inc. 
or their respective owners. Use of them does not necessarily imply any affiliation with or endorsement by such respective owners.

ENERGY STAR® Certified Models

LTR-4RD-H-SL10L-DM1 + LTR-4RD-T-SL35K8WDSS
LTR-4RD-H-SL10L-DM1 + LTR-4RD-T-SL35K8WDSSWT

LTR-4RD-H-SL15L-DM1 + LTR-4RD-T-SL35K8WDSS
LTR-4RD-H-SL15L-DM1 + LTR-4RD-T-SL35K8WDSSWT
LTR-4RD-H-ML20L-DM1 + LTR-4RD-T-ML35K8WDSS

LTR-4RD-H-ML20L-DM1 + LTR-4RD-T-ML35K8WDSSWT
LTR-4RD-H-ML30L-DM1 + LTR-4RD-T-ML35K8WDSS

LTR-4RD-H-ML30L-DM1 + LTR-4RD-T-ML35K8WDSSWT
LTR-4RD-H-HL40L-DM1 + LTR-4RD-T-HL35K8WDSS

LTR-4RD-H-HL40L-DM1 + LTR-4RD-T-HL35K8WDSSWT

DMX
See instruction sheet on www.prescolite.com for connection & installation information. 

Central Inverters
For full fixture output in back-up mode, we recommend you visit www.dual-lite.com for your Central Lighting Inverter options.  Please contact your local Hubbell 
representative for any assistance with proper sizing and loading of your inverter selection. Central lighting inverters must be ordered separately. 
LiteGear: www.dual-lite.com/products/litegear_lg_series
LPS Series: www.dual-lite.com/products/lps

ENERGY STAR®
The following stock items are ENERGY STAR® certified models. (See www.energystar.gov for more details.)

DIMMING COMPATIBILITY CHART

Dimming Driver Manufacturer Web Link
DM1 /DM01 Lutron DVTV http://bit.ly/11jSvZg

DM1 Leviton AWRMG-7xx, AWSMG-7xx, AWSMT-7xx http://bit.ly/1BJn2R9
EDM Lutron http://bit.ly/1vtjHAl
2DM Lutron http://bit.ly/1S4WjXK

https://www.hubbell.com/prescolite/en/p/3775846
https://www.hubbell.com/prescolite/en/
https://www.hubbell.com/hubbelllightingci/en/
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SPECIFICATIONS

FEATURES CERTIFICATIONS
• �20” size in post top, pole and wall mount

• �High performance optics up to 17,000  
delivered lumens

• �Elegant form factor

• �Diffusion lens option

• �SiteSync™ wireless control options

ORDERING CODE

AM Amber

3K7 3000K, 70 CRI

3K8 3000K, 80 CRI

3K9 3000K, 90 CRI

4K7 4000K, 70 CRI

4K8 4000K, 80 CRI

5K7 5000K, 70 CRI

UR20 Ouro
LED EngineSeries CCT Distribution

Blank for no rotation

L1 Optic rotation left

R1 Optic rotation right

Rotation

UNV 120-277V

347 347V

480 480V

DALI 120-277V†

†Consult factory

Voltage Mounting

FM33 Flush mt 3.0" OD pole, 3" fixture base 

FM44 Flush mt 3.6" to 4.0" OD pole, 4" fixture base 

PT23 3" Post Top mount for 2 3/8" OD Tenon

PT24 4" Post Top mount for 2 3/8" OD Tenon

PT34 4" Post Top mount for 2 7/8" OD Tenon

No Lens or Clear Lens
24L-25 3,000 lm

24L-65 7,000 lm

56L-75 10,000 lm

56L-110 15,000 lm

56L-140 17,000 lm

HDL - High Diffusion Lens
28L-30 3,000 lm

28L-70 7,000 lm

68L-80 9,000 lm

68L-115 13,000 lm

68L-150 15,000 lm

(76 mm)
3”

PT23

(610 mm)

(76 mm)

(508 mm)

(89 mm)

20”

3.5”

24”

3”
(137 mm)

5.4”
(137 mm)

5.4”

FM33

(102 mm)
4”

FM44

(102 mm)
4”

PT24 / PT34

EPA: .512 EPA: N/A EPA: .534 EPA: .424 / .608 

3000K and warmer CCTs only

Microsoft, Encarta, MSN, and Windows are either registered trademarks or trademarks  
of Microsoft Corporation in the United States and/or other countries.

No Lens or Clear Lens
FR Type 1/Front Row

2 Type II

3 Type III

4 Type IV

4W Type IV Wide

5QM Type V Square Medium

5QN Type V Square Narrow

5R Type V Rectangular

5W Type V Wide (Round)

HDL - High Diffusion Lens
3 Type III/Asymmetric

5W Type V/Symmetric

1	� Not available with 5QM, 5QN, and 5W distributions.
2	� Not available with other sensor or wireless control options.
3	� Specify group and zone at time of order. See  

www.hubbelllighting.com/sitesync for more details. Order 
at least one SiteSync interface accessory SWUSB  

or SWTAB. Each option contains SiteSync License, GUI, 
and Bridge Node.

4	 Not available with 347V and 480V
5	 24L & 56L only.
6	 Not available with Type V distributions or HDL option.

BLS Black Gloss Smooth
BLT Black Matte Textured

DBS Dark Bronze Gloss Smooth
GTT Graphite Matte Textured 
LGS Light Grey Gloss Smooth
PSS Platinum Silver Smooth
VGS Verde Green Smooth
WHS White Gloss Smooth

CC Custom Color†

†Consult factory

Fixture Finish

BC6 Back-light Control

SF Single Fuse

DF Double Fuse

TB Terminal Block

CLR5 Clear Lens

TL Tamper proof latch

Options

SW7PR2,3 SiteSync with 7 pin PCR

SWUSB SiteSync Software on USB

SWTAB SiteSync Windows® Tablet

SWBRG SiteSync Wireless Bridge Node

WIR-RME-L wiSCAPE External Fixture Module

SCL-R Occ. Sensor for Round Pole  
(up to 16' MH)

SCL -S Occ. Sensor for Square Pole  
(up to 16' MH)

SCH-R Occ. Sensor for Round Pole  
(16' to 30' MH)

SCH-S Occ. Sensor for Square Pole  
(16' to 30' MH)

NXOFM-1R1D-UNV NX 7-pin Module
^ Please refer to page 8 for ordering details

Control Accessories^Control Options

7PR-TL 7 pin PCR with twist lock 
photocontrol

7PR-SC 7 pin PCR with short-
ing cap

7PR 7 pin PCR, wireless 
control enabled

AD-012 AstroDIM: 50% output 
at midnight

AD-022 AstroDIM: 50% output 
midnight to 4 AM

AD-032 AstroDIM: 50% output 
10PM

AD-042 AstroDIM: 50% output 
10PM to 4AM

NXWE NX Wireless Enabled

SWP2,3,4 SiteSync Pre  
commission

SWPM-40F2,3,4,5 SiteSync with Sensor 9' to 40' MH

WSP-40F-12,5 Dimming Occ. Sensor for up to 40’ MH, 
120/277/347V

WSP-40F-22,5 Dimming Occ. Sensor for up to 40’ MH, 
208/240V

WSP-40F-32,5 Dimming Occ. Sensor for up to 40’ MH, 
480V

NXSPW14F2,5 NX Wireless, PIR Sensor, 14'

NXSPW30F2,5 NX Wireless, PIR Occupancy Sensor,  
Dimming Daylight Harvesting, 30'.

NXSP14F2,5 NX, PIR Occupancy Sensor, Dimming 
Daylight Harvesting, 14'

NXSP30F2,5 NX, PIR Occupancy Sensor, Dimming 
Daylight Harvesting, 30'

Weight: 35 lbs



 |   2   |

UR20 
Ouro™ LED  kl_ur20post_spec.pdf

Kim Lighting reserves the right to change specifications without notice.

© 2019  KIM LIGHTING  |  17760 Rowland Street  |  City of Industry  |  CA 91748   

P 626.968.5666  |  F 626.369.2695  |  www.kimlighting.com  |  Rev.  Oct. 21, 2019 

LUMINAIRE PERFORMANCE

LED
# 

Nominal
Lumen 

Package

Nominal
Wattage

Lens
Options Distribution

3000K 4000K 5000K

Lumen
BUG Rating

Im/w Lumen
BUG Rating

Im/w Lumen
BUG Rating

Im/w
B U G B U G B U G

24L

3,000

25

No  
Lens

FR 2932 0 0 1 115 3119 0 0 1 123 3098 0 0 1 124

FR-BC 1994 0 0 0 78 2121 0 0 0 83 2107 0 0 0 83

2 2943 1 0 1 116 3099 1 0 1 122 3110 1 0 1 124

2-BC 1724 0 0 1 68 1834 0 0 1 72 1822 0 0 1 72

3 3007 1 0 1 118 3200 1 0 1 126 3178 1 0 1 127

3-BC 1830 0 0 1 73 1947 0 0 1 78 1934 0 0 1 77

4 3056 0 0 1 120 3251 0 0 1 128 3229 0 0 1 129

4-BC 2235 0 0 1 88 2377 0 0 1 93 2362 0 0 1 93

4W 3078 1 0 2 121 3276 1 0 2 129 3253 1 0 2 130

4W-BC 1855 0 0 1 73 1975 0 0 1 78 1961 0 0 1 77

5QM 2931 2 0 1 115 3119 2 0 1 123 3098 2 0 1 124

5QN 2694 2 0 1 106 2866 2 0 1 113 2847 2 0 1 114

5R 3054 2 0 2 120 3250 2 0 2 128 3228 2 0 2 129

5W 3043 2 0 1 120 3237 2 0 1 127 3216 2 0 1 129

Clear  
Lens

FR 2773 0 0 1 109 2951 0 0 1 116 2930 0 0 1 117

FR-BC 1886 0 0 1 74 2007 0 0 1 79 1993 0 0 1 78

2 2784 1 0 1 109 2963 1 0 1 116 2942 1 0 1 118

2-BC 1631 0 0 1 64 1736 0 0 1 68 1723 0 0 1 67

3 2845 1 0 1 111 3028 1 0 1 119 3007 1 0 1 120

3BC 1806 0 0 1 72 1922 0 0 1 77 1909 0 0 1 76

4 2891 0 0 1 113 3076 0 0 1 120 3055 0 0 1 122

4-BC 2114 0 0 1 83 2250 0 0 1 88 2234 0 0 1 88

4W 2912 1 0 1 114 3099 1 0 2 121 3077 1 0 2 123

4W-BC 1755 0 0 1 69 1868 0 0 1 73 1855 0 0 1 5

5QM 2773 1 0 1 109 2950 2 0 1 116 2931 2 0 1 117

5QN 2549 1 0 0 100 2712 2 0 1 106 2693 2 0 1 108

5R 2890 2 0 2 113 3075 2 0 2 120 3054 2 0 2 122

5W 2879 2 0 1 113 3064 2 0 1 120 3042 2 0 1 122

28L 30
HDL 
 Lens

3 2816 1 0 1 96 2997 1 0 1 102 3020 1 0 1 101

5W 2917 1 0 1 100 3105 1 0 1 106 3084 1 0 1 103
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LUMINAIRE PERFORMANCE

LED
# 

Nominal
Lumen 

Package

Nominal
Wattage

Lens
Options Distribution

3000K 4000K 5000K

Lumen
BUG Rating

Im/w Lumen
BUG Rating

Im/w Lumen
BUG Rating

Im/w
B U G B U G B U G

24L

7,000

65

No  
Lens

FR 6754 1 0 1 104 7187 1 0 1 111 7138 1 0 1 110

FR-BC 4392 0 0 1 68 4673 0 0 1 72 4641 0 0 1 71

2 6571 1 0 2 101 6992 1 0 2 108 6944 1 0 2 107

2-BC 3799 0 0 1 58 4042 0 0 1 62 4014 0 0 1 62

3 6625 1 0 2 102 7051 1 0 2 108 7002 1 0 2 108

3BC 4032 0 0 1 62 4291 0 0 1 66 4261 0 0 1 66

4 6788 1 0 2 104 7223 1 0 2 111 7174 1 0 2 110

4-BC 4924 0 0 2 76 5239 0 0 2 81 5203 0 0 2 80

4W 6699 1 0 2 103 7128 1 0 3 110 7079 1 0 3 109

4W-BC 4088 0 0 2 63 4350 0 0 2 67 4321 0 0 2 66

5QM 7025 3 0 1 108 7477 3 0 1 115 7425 3 0 1 114

5QN 6964 3 0 1 107 7410 3 0 1 114 7323 3 0 1 113

5R 7038 3 0 3 108 7489 3 0 3 115 7437 3 0 3 114

5W 7011 3 0 2 108 7460 3 0 2 115 7409 3 0 2 114

Clear  
Lens

FR 6432 1 0 1 97 6844 1 0 1 104 6798 1 0 1 105

FR-BC 4182 0 0 1 63 4450 0 0 1 67 4420 0 0 1 67

2 6258 1 0 1 95 6659 1 0 2 101 6613 1 0 2 102

2-BC 3617 0 0 1 55 3849 0 0 1 58 3823 0 0 1 58

3 6310 1 0 2 96 6714 1 0 2 102 6668 1 0 2 103

3-BC 3599 0 0 1 55 3829 0 0 1 59 3803 0 0 1 59

4 6465 1 0 2 98 6879 1 0 2 104 6832 1 0 2 105

4-BC 4688 0 0 2 71 4990 0 0 2 76 4955 0 0 2 75

4W 6380 1 0 2 97 6789 1 0 2 103 6742 1 0 2 104

4W-BC 3893 0 0 2 59 4143 0 0 2 63 4115 0 0 2 62

5QM 6691 3 0 1 101 7119 3 0 1 108 7070 3 0 1 109

5QN 6632 2 0 1 100 7058 3 0 1 107 7009 3 0 1 108

5R 6702 3 0 3 102 7131 3 0 3 108 7082 3 0 3 109

5W 6676 3 0 2 101 7104 3 0 2 108 7055 3 0 2 109

28L 70
HDL 
 Lens

3 6047 2 0 2 92 6047 2 0 2 92 6236 2 0 2 89

5W 6221 2 0 1 94 6619 2 0 1 100 6525 2 0 1 93
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LUMINAIRE PERFORMANCE

LED
# 

Nominal
Lumen 

Package

Nominal
Published
Wattage

Lens
Options Distribution

3000K 4000K 5000K

Lumen
BUG Rating

Im/w Lumen
BUG Rating

Im/w Lumen
BUG Rating

Im/w
B U G B U G B U G

56L

10,000

75

No  
Lens

FR 9315 1 0 1 124 9913 1 0 1 132 9845 1 0 1 131

FR-BC 6058 0 0 1 81 6445 0 0 1 86 6402 0 0 1 85

2 9063 2 0 2 120 9644 2 0 2 128 9578 2 0 2 128

2-BC 5239 0 0 1 70 5575 0 0 1 74 5536 0 0 1 74

3 9139 2 0 2 125 9725 2 0 2 134 9657 2 0 2 129

3-BC 5561 0 0 2 74 5877 0 0 2 78 5561 0 0 2 74

4 9362 1 0 2 124 9362 1 0 2 124 9876 1 0 2 132

4-BC 6791 0 0 2 90 7226 0 0 2 96 7168 0 0 2 96

4W 9240 2 0 3 123 9832 2 0 3 131 9765 2 0 3 130

4W-BC 5639 0 0 2 75 6001 0 0 2 80 5959 0 0 2 79

5QM 9691 3 0 1 129 10312 3 0 1 137 10240 3 0 1 137

5QN 9606 3 0 1 128 10222 3 0 1 136 10151 3 0 1 135

5R 9706 3 0 3 129 10328 3 0 3 137 10258 3 0 3 137

5W 9669 4 0 2 129 10289 4 0 2 137 10217 4 0 2 136

Clear  
Lens

FR 8871 1 0 1 117 9760 1 0 1 129 9374 1 0 1 125

FR-BC 5769 0 0 1 76 6138 0 0 1 81 6096 0 0 1 81

2 8631 2 0 2 114 9183 2 0 2 121 9121 2 0 2 122

2-BC 4989 0 0 1 67 5309 0 0 1 71 5272 0 0 1 62

3 8703 1 0 2 115 9260 2 0 2 122 9197 2 0 2 123

3-BC 4964 1 0 1 66 5282 1 0 2 70 5245 1 0 2 69

4 8916 1 0 2 118 9487 1 0 2 125 9423 1 0 2 126

4-BC 6467 0 0 2 85 6881 0 0 2 91 6834 0 0 2 90

4W 8799 2 0 3 116 9363 2 0 3 124 9300 2 0 3 124

4W-BC 5370 0 0 2 72 5714 1 0 2 76 5675 0 0 2 76

5QM 9228 3 0 1 122 9820 3 0 1 130 9752 3 0 1 130

5QN 9147 3 0 1 121 9734 3 0 1 129 9668 3 0 1 129

5R 9244 3 0 3 122 9836 3 0 3 130 9769 3 0 3 130

5W 9208 4 0 2 122 9798 4 0 2 130 9732 4 0 2 130

68L 80
HD 

Lens
3 7853 2 0 2 99 8356 2 0 2 106 8299 2 0 2 104

5W 8080 2 0 2 102 8684 3 0 2 110 8684 3 0 2 109
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LUMINAIRE PERFORMANCE

LED
# 

Nominal
Lumen 

Package

Nominal
Published
Wattage

Lens
Options Distribution

3000K 4000K 5000K

Lumen
BUG Rating

Im/w Lumen
BUG Rating

Im/w Lumen
BUG Rating

Im/w
B U G B U G B U G

56L

15,000

110

No  
Lens

FR 13533 1 0 1 125 14399 1 0 2 133 14301 1 0 2 130

FR-BC 8799 1 0 1 81 9363 1 0 1 86 9300 1 0 1 85

2 13165 2 0 2 121 14009 2 0 2 129 13913 2 0 2 126

2-BC 7611 1 0 2 70 8098 1 0 2 75 8042 1 0 2 74

3 13275 2 0 3 122 14126 2 0 3 130 14030 2 0 3 128

3-BC 8079 1 0 2 73 8596 1 0 2 78 8538 1 0 2 78

4 13601 1 0 3 125 14472 1 0 3 133 14373 1 0 3 131

4-BC 9865 1 0 2 91 10497 1 0 3 97 10425 1 0 3 96

4W 13422 2 0 3 124 14283 2 0 3 132 14185 2 0 3 129

4W-BC 8191 1 0 3 75 8715 1 0 3 80 8656 1 0 3 80

5QM 14077 4 0 2 130 14979 4 0 2 138 14876 4 0 2 135

5QN 13953 4 0 1 129 14848 4 0 1 137 14747 4 0 1 134

5R 14100 4 0 4 130 15004 4 0 4 138 14901 4 0 4 135

5W 14046 4 0 2 129 14946 4 0 2 138 14844 4 0 3 135

Clear  
Lens

FR 12803 1 0 1 118 13624 1 0 1 126 13531 1 0 1 123

FR-BC 9298 1 0 1 86 8325 1 0 1 77 8798 1 0 1 81

2 12455 2 0 2 115 13254 2 0 2 123 13164 2 0 2 120

2-BC 7200 1 0 1 67 7661 1 0 2 71 7610 1 0 2 70

3 12560 2 0 3 116 13365 2 0 3 124 13273 2 0 3 121

3-BC 7163 1 0 2 65 7622 1 0 2 69 7570 1 0 2 69

4 12868 1 0 3 119 13692 1 0 3 127 13599 1 0 3 124

4-BC 9333 1 0 2 86 9931 1 0 2 92 9864 1 0 2 90

4W 12699 2 0 3 117 13513 2 0 3 125 13420 2 0 3 122

4W-BC 7750 1 0 3 72 8246 1 0 3 76 8190 1 0 3 76

5QM 13318 3 0 2 123 14172 4 0 2 131 14075 4 0 2 128

5QN 13202 3 0 1 122 14048 4 0 1 130 13951 4 0 1 127

5R 13341 4 0 4 123 14195 4 0 4 131 14099 4 0 4 128

5W 13290 4 0 2 123 14141 4 0 2 131 14044 4 0 2 128

68L 115
HD 

Lens
3 11577 2 0 2 102 12320 2 0 2 109 12236 2 0 2 106

5W 11912 3 0 2 105 12676 3 0 2 112 12588 3 0 2 109
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LUMINAIRE PERFORMANCE

LED
# 

Nominal
Lumen 

Package

Nominal
Published
Wattage

Lens
Options Distribution

3000K 4000K 5000K

Lumen
BUG Rating

Im/w Lumen
BUG Rating

Im/w Lumen
BUG Rating

Im/w
B U G B U G B U G

56L

17,000

140

No  
Lens

FR 15323 2 0 2 111 16306 2 0 2 118 16194 2 0 2 116

FR-BC 9964 1 0 1 72 10603 1 0 1 77 10530 1 0 1 76

2 14897 2 0 2 108 15852 2 0 2 115 15743 2 0 2 112

2-BC 8618 1 0 2 63 9169 1 0 2 67 9107 1 0 2 66

3 15032 2 0 3 109 15996 2 0 3 116 15886 2 0 3 113

3-BC 9147 1 0 2 65 9733 1 0 2 70 9667 1 0 2 69

4 15400 1 0 3 112 16387 1 0 4 119 16275 1 0 4 116

4-BC 11170 1 0 3 81 11886 1 0 3 86 11804 1 0 3 86

4W 15198 2 0 4 110 16173 3 0 4 117 16062 3 0 4 115

4W-BC 9275 1 0 3 67 9869 1 0 3 72 9801 1 0 3 71

5QM 15939 4 0 2 116 16962 4 0 2 123 16845 4 0 2 120

5QN 15801 4 0 1 115 16813 4 0 1 122 16698 4 0 1 119

5R 15966 4 0 4 116 16990 4 0 4 123 16874 4 0 4 121

5W 15906 4 0 3 115 16925 4 0 3 123 16808 4 0 3 120

Clear  
Lens

FR 14541 1 0 2 105 15473 2 0 2 111 15367 2 0 2 110

FR-BC 9456 1 0 1 68 10061 1 0 1 72 9993 1 0 1 72

2 14146 2 0 2 102 15053 2 0 2 108 14950 2 0 2 107

2-BC 8178 1 0 2 59 8702 1 0 2 63 8642 1 0 2 62

3 14265 2 0 3 103 15179 2 0 3 109 15076 2 0 3 108

3BC 8136 1 0 2 58 8657 1 0 2 62 8598 1 0 2 61

4 14614 1 0 3 105 15551 1 0 3 112 15445 1 0 3 110

4-BC 10600 1 0 3 76 11279 1 0 3 81 11203 1 0 3 81

4W 14423 2 0 3 104 15347 2 0 4 111 15243 2 0 4 109

4W-BC 8802 1 0 3 63 9365 1 0 3 67 9302 1 0 3 67

5QM 15126 4 0 2 109 16095 4 0 2 116 15985 4 0 2 114

5QN 14994 4 0 1 108 15955 4 0 1 115 15846 4 0 1 113

5R 15152 4 0 4 109 16122 4 0 4 116 16012 4 0 4 114

5W 15094 4 0 3 109 16061 4 0 3 116 15951 4 0 3 114

68L 115
HD 

Lens
3 13240 2 0 2 89 13992 3 0 3 95 13897 3 0 3 93

5W 13623 3 0 2 92 14396 3 0 2 97 14298 3 0 2 95

Electrical Characteristics Dimming

System 
Watts

Drive
Current

Line Voltage Amps AC Min. Power 
Factor

Max THD 
(%)

Dimming 
Range

Source current out Absolute voltage

Min Max Min MaxVAC Hz 120 208 240 277 347 480

25 298mA

120-480 50/60

0.21 0.12 0.10 0.09 0.07 0.05

>0.9 20 10% to 100% 0mA 1mA 0V 10V

30 298mA 0.25 0.14 0.13 0.11 0.09 0.06

65 800mA 0.54 0.31 0.27 0.23 0.19 0.14

70 700mA 0.58 0.34 0.29 0.25 0.20 0.15

75 420mA 0.63 0.36 0.31 0.27 0.22 0.16

80 350mA 0.67 0.38 0.33 0.29 0.23 0.17

110 600mA 0.92 0.53 0.46 0.40 0.32 0.23

115 500mA 0.96 0.55 0.48 0.42 0.33 0.24

140 750mA 1.17 0.67 0.58 0.51 0.40 0.29

150 625mA 1.25 0.72 0.63 0.54 0.43 0.31

TM-21 LIFETIME CALCULATION

Projected Lumen Maintenance (25°C / 77°F)

HOURS 0 25,000 36,000 50,000 100,000 Reported L70
Projected Lumen 

Maintenance 100% 97% 95% 93% 87% > 60,000 hrs
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Housing:

• ��Low copper aluminum alloy die-casting is 
designed as one-piece with internal cooling fins.

• ��Solid, cast aluminum wall creates a thermal 
barrier between the optical and electrical 
compartments.

• ��Molded silicone gasket throughout insures the 
sealing between the two compartments and 
provides ingress protection.

• ��Housing is designed with integral LED heat sink 
utilized for thermal transfer and for securing 
the location of each LED module.

• ��IK09 rated enclosure protects electrical 
equipment against external mechanical impacts.

Lens Frame:

�• �One-piece low copper aluminum alloy die-cast 
is secured to housing with 6 screws.

Backlight Control

�• �Optional Backlight Control on each LED module 
to completely control unwanted backlight. 

Lens

�One-piece flat glass lens slips secure with clips. 
Extra silicone gasketing is provided to retain a 
clear optical compartment. 

Optical Module: 

��• �LEDs shall be mounted to a metal printed circuit 
board assembly (MCPCB). 

�• �Optical lenses shall be clear injection molded 
PMMA acrylic.

�• �Each MCPCB and optic shall be sealed to the 
diecast housing and sealed with a continuous 
one piece injection molded silicone rubber gasket.

�• �Patent Pending design of optical array shall 
independently shield each LED optic across the 
length of the aperture.

• �Optional fixture finish optical surfaces shall 
not exceed BUG ratings of the standard white 
finish and shall be greater than or equal to the 
delivered lumens of the optional matte black 
optical surface finish.

Electrical Components

• ���Standard programmable driver allows for 
programmable drive current settings.

• ��Electrical components are stategically located 
in the driver gear compartment with a molded 
silicon grommet seal to provide separation from 
the optical chamber.

��• �Maximum lightning surge current 20KA with 
thermally protected varistor technology. Surge 
suppression is series circuited preventing  

total fixture failure. ANSI/IEEE C62.41 Category 
C High.

�• �Open circuit fault will turn off the luminaire in 
order to protect the sensitive electronics and 
acts as a signal for maintenance.

• ��Programmable Driver is rated for -40°C starting.

• ��"Thermal Shield”, primary side, thermister 
provides protection for the sustainable life of 
electronic components.

Dimming: 

��• ��Dimming range from 100% to 10% through 
the use of the standard 0-10V interface on the 
programmable driver.

• ���Modular wiring harness in the service area 
provides user access to the dimming circuitry.

�• ��Dimming circuitry compatible with 0-10V,  
user-defined control devices.

• ��Optional factory programmed dimming profile. 

Fusing:

SF for 120, 277, and 347 Line volts

DF for 208, 240, and 480 Line volts

�Hight temperature fuse holders factory installed 
inside the fixture housing. 

Fuse is included.

Finish: 

�Fade and abrasion resistant, electrostatically 
applied, thermally cured, triglycidal isocyanurate 
(TGIC) polyester powdercoat. 

�Standard colors include (BLS) Black Gloss Smooth, 
(BLT) Black Matte Textured, (DBS) Dark Bronze 
Smooth, (GTT) Graphite Matte Textured, (LGS) 
Light Gray Smooth, (PSS) Platinum Silver Smooth, 
(VGS) Verde Green Smooth, (WHS) White Gloss 
Smooth, and (CC) Custom Color (Include RAL#).

Certifications and Listings:

• ��I�UL 1598 Standard for Luminaires.

�• ��IUL 8750 Standard for Safety for Light 

• ��IEmitting Diode (LED) Equipment for use in 
Lighting Products.

�• ��ICSA C22.2#250.0 Luminaires.

�• �ANSI C136.31-2010 Vibration tested and 
compliant 1.5G and 4G reference page 9 

• ��IRoHS compliant.

• ��IIP66 rated.

• ��IIEC 66262 Mechanical Impact Code IK09.

• ��IDA approved, 3000K and warmer CCTs only.

CAUTION: 

�Fixtures must be grounded in accordance  
with national, state and/or local electrical  
codes. Failure to do so may result in serious 
personal injury.

WARRANTY: 

�For full warranty see: http://www.hubbelllighting.
com/resources/warranty

SPECIFICATIONS

Fixture
Housing 30 mA Max

Gray Dimming Lead (-)

Standard Input Black (+)
White (-)

Green (GND)

Purple Dimming Lead (+)
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CONTROLS

Photocell Receptacle
7PR

Fully gasketed and wired 7-pin receptacle 
option. Easy access location above the electrical 
compartment. 7-pin construction allows for a 
user-defined interface and provides a controlled 
definition of operational performance. ANSI 
twist-lock control module by-others.

Standard customer operation modes: 
1.	 Traditional on/off photoelectric control. 
2.	5-pin wireless photoelectric control 
	 for added dimming feature. 
3. 	7-pin wireless photoelectric control for  
	 dimming and additional I/O connections for  
	 customer use. 

Wireless Controls	
wiSCAPE™

Hubbell Control Solution’s wiSCAPE™ wireless 
control modules allow an individual fixture to 
managed, monitored and measured. The modules 
communicate securely over a robust certified 
meshed radio signal. The wiSCAPE modules 
provide on/off/dim control, external device input, 
alerts and metering.

WIR-RME-L

wiSCAPE External Module,120-480V, 1000ft 
range (LOS), Internal Photocell, 1 Digital Input, 
Compatible with the A-25-7H option

	

SiteSync™1

SiteSync™ wireless control system for reduction 
in energy and maintenance cost while optimizing 
light quality 24/7. See ordering information or 
visit www.hubbelllighting.com/products/sitesync 
for more details.

Dimming WASP Occupancy Sensor

WSP

The Dimming WASP Outdoor Occupancy Sensor 
is specifically designed to provide 0-10VDC 
output for the control of dimmable fixtures.  
Easy to use dipswitches allow the user to adjust 
sensor time delay and sensitivity as well as 
set unoccupied and occupied dimming levels.  
Sensors also feature a daylight sensor for ON/
OFF control of fixtures when there is sufficient 
natural light. Visit https://hubbellcdn.com/
installationmanuals/2102B_Dimming_WASP_
Install.pdf for more details.

Pole Mounted
Round Pole-Mounted Occupancy  
Sensor up to 16'. Select voltage and 
finish color.

SCL-R

Round Pole-Mounted Occupancy Sensor up to 
16’ - an outdoor occupancy sensor with 0-10V 
interface dimming control that mounts directly 
to the pole. Wide 360° pattern. Module colors 
are available in Black, Gray, and White. Module 
is cut for round pole mounting. Pole diameter is 
needed upon order. Poles to be drilled in the field 
will be provided with installation instructions.

Ordering Example: SCL-R44/2772/BL3

Square Pole-Mounted Occupancy  
Sensor up to 16'. Select voltage and 
finish color.

SCL-S

Square Pole-Mounted Occupancy Sensor up to 
16’ - an outdoor occupancy sensor with 0-10V   
interface dimming control that mounts directly 
to the pole. Wide 360° pattern. Module colors 
are available in Black, Gray, and White. Module 
is cut for square pole mounting. Pole diameter is 
needed upon order. Poles to be drilled in the field 
will be provided with installation instructions.

Ordering Example: SCL-L/2772/BL3

Round Pole-Mounted Occupancy  
Sensor 16’ to 30’. Select voltage and 
finish color.

SCH-R

Round Pole-Mounted Occupancy Sensor: 16' to 
30’ - an outdoor occupancy sensor with 0-10V 
interface dimming control that mounts directly 
to the pole. Wide 360° pattern. Module colors 
are available in Black, Gray, and White. Module 
is cut for round pole mounting. Pole diameter is 
needed upon order. Poles to be drilled in the field 
will be provided with installation instructions.

Ordering Example: SCH-R44/2772/BL3

Square Pole-Mounted Occupancy  
Sensor 16’ to 30’. Select voltage and 
finish color.

SCH-S

Square Pole-Mounted Occupancy Sensor: 16 to 
30’ - an outdoor occupancy sensor with 0-10V 
interface dimming control that mounts directly 
to the pole. Wide 360° pattern. Module colors 
are available in Black, Gray, and White. Module 
is cut for round pole mounting. Pole diameter is 
needed upon order. Poles to be drilled in the field 
will be provided with installation instructions.

Ordering Example: SCH-S/2772/BL3

AstroDIM

AstroDIM provides multi-stage night-time power 
reduction based on an internal timer referenced 
to the power on/off time. There is no need for an  
external control infrastructure. The unit automatically 
performs a dimming profile based on the predefined 
scheduled reference to the midpoint, which is 
calculated based on the power on/off times.

Gray Wire
0-10V Dimming

Purple Wire
0-10V Dimming

Orange Wire
10V Customer
Defined

Red Wire
Line Voltage

Brown Wire
10V Customer
Defined

Black Wire
Line Voltage

White Wire
Neutral

2Voltage, 3Color, 4Pole Diameter,

1�PRECOMMISSIONED SITESYNC ORDERING INFORMATION: When ordering 
a fixture with the SiteSync lighting control option, additional information 
will be required to complete the order. The SiteSync Commissioning Form 
or alternate schedule information must be completed. This form includes 
Project location, Group information, and Operating schedules. For more 
detailed information please visit www.HubbellLighting.com/products/
sitesync or contact Hubbell Lighting tech support at (800) 345-4928.

	� SiteSync fixtures with occupancy sensor (SWPM) require the mounting 
height of the fixture for selection of the lens.

	Examples: 

	SiteSync only : UR20/56L-75/3K7/UNV/ASQ/BL/SWP

	SiteSync with Motion Control: UR20/56L-75/3K7/UNV/ASQ/BL/SWPM-40F

	�

7-Pin receptacle

placement
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MOUNTING INSTALLATION

SENSOR PLACEMENT

Flush Mount
FM33/44 Post Top

PT23/24/34

7 pin PCR
7PR

SiteSync
SW7PR

Pole Mounted Sensor
SCL-R, SCL-S, SCH-R, 

SCH-S

OCC Sensor
NX or WSP 

Viarable  
Size  
Spreader

7 pin Recepticle

OCC Sensor

Tenon  
Adaptor

Post Top  
Tenon

SiteSync Antenna

Pole mounted 
sensor

MOUNTING VIBRATION RATINGS

UR 20 Arm UR28 Arm UR 20 Post Top UR 28 Post Top
Ordering Code Rating Ordering Code Rating Ordering Code Rating Ordering Code Rating

ASQ 4G ASQ 4G FM33 4G FM44 1.5G
A34 4G A34 4G FM44 1.5G FM45 1.5G
A46 4G A46 4G PT23 4G PT24 1.5G
MAF 4G MAF 4G PT24 4G PT34 1.5G

PT34 1.5G PT25 1.5G
PT35 1.5G

For the 4 G test, ANSI C136.31-2010 Vibration is tested to comply with Vibration Test Level 1 Normal Applications,
Vibration Test Level 2 Bridge/Overpass Applications, and Vibration Test Level 3

For the 1.5G test, ANSI C136.31-2010 Vibration is tested to comply with Vibration Level 1 Bridge/Overpass Applications
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CSL
Striplight

FEATURES
•	 4,000 and 8,000 nominal lumens
•	 54,000 hour LEDs at L70 for reduced maintenance
•	 Up to 112 lumens per watt
•	 Choice of two color temperatures
•	 0-10V dimming, standard
•	 Fully assembled for quick installation
•	 Frosted acrylic lens
•	 Wide range of applications
•	 Surface mount on wall or ceiling
•	 Universal voltage (120-277V)
•	 80+ CRI
•	 DLC® (DesignLights Consortium) Qualified - see 	 	

www.designlights.org

ORDERING GUIDE

DIMENSIONS

DESCRIPTION
The CSL LED striplight brings together an economical 
price point and high performance available in 4ft and 
8ft lengths.

STANDARDS, CERTIFICATION 
AND COMPLIANCE
All luminaires are built to UL1598 standards and bear
appropriate UL labels. Damp location label standard. 
DLC® (DesignLights Consortium) Qualified. Please 
refer to the DLC website for specific product 
qualifications at www.designlights.org.

WARRANTY
Five year warranty. Terms and conditions apply.

Catalog Number Description Lumens Watts LPW Qty on 
Pallet

CSL4-4035 4ft LED Striplight, 4,000 Lumens, 3500K, 0-10V dimming 4231 40.2 105 120
CSL4-4040 4ft LED Striplight, 4,000 Lumens, 4000K, 0-10V dimming 4517 40.2 112 120
CSL8-8035 8ft LED Striplight, 8,000 Lumens, 3500K, 0-10V dimming 8460 80.5 105 120
CSL8-8040 8ft LED Striplight, 8,000 Lumens, 4000K, 0-10V dimming 9036 80.5 112 120

1 5/16"
25 3/16"

46 9/16"
95 7/8"

47 15/16"

13
/1

6"

2 1/4"

2 11/16"

A A
BB B

2 3/16" 2 3/16"

A - 7/8" DIAMETER KNOCKOUT
B - 5/32" X 1/4" HOLE

957/8"
469/16"

4715/16"

253/16"

A - 7/8" Diameter Knockout
B - 5/32" x 1/4" Hole

15/16"

23/16" 23/16"

211/16"
3/4"

21/4"

  3/4"

  2 1/4"

  2 11/16"

A - 7/8" Diameter Knockout
B - 5/32" x 1/4" Hole

  24"

  1 5/16"

  2 5/8"

  48"

1 5/16"

  2 5/8"

A A A

A

BBB

  22 3/8"
48"

223/8"

A - 7/8" Diameter Knockout
B - 5/32" x 1/4" Hole

23/16" 23/16"

3/4"

24"

15/16" 15/16"

211/16"

21/4"

Accessories (Order Separately)

GLH5 5' adjustable cable for 
suspension mount
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CSL
Striplight

PHOTOMETRIC DATA

PHOTOMETRIC DATA

LUMINAIRE DATA

LUMINAIRE DATA

Luminaire CSL4-4035
tradeSELECT® CSL, Striplight
48” x 2.25” LED striplight with opal lens

Ballast SL38-1900
Ballast Factor 1.00
Lamp LED
Fixture Lumens 4231
Watts 40.24
Mounting Recessed
Shielding Angle 0º = 90   90º = 90
Spacing Criterion 0° = 1.25   90° = 1.26
Luminous Opening 
in Feet

Length: 4.00
Width: 0.17
Height: 0.08

Luminaire CSL4-4040
tradeSELECT® CSL, Striplight
48” x 2.25” LED striplight with opal lens

Ballast SL38-1900
Ballast Factor 1.00
Lamp LED
Fixture Lumens 4517
Watts 40.24
Mounting Recessed
Shielding Angle 0º = 90   90º = 90
Spacing Criterion 0° = 1.25   90° = 1.26
Luminous Opening 
in Feet

Length: 4.00
Width: 0.17
Height: 0.08

Test #17614 Test Date 2/15/2017

Test #17615 Test Date 2/15/2017

INDOOR CANDELA PLOT

INDOOR CANDELA PLOT

ZONAL LUMEN SUMMARY
Zone Lumens % Lamp % Fixt.

0-30 935 22.1 22.1

0-40 1536 36.3 36.3

0-60 2768 65.4 65.4

0-90 3902 92.2 92.2

0-180 4231 100.0 100.0

ZONAL LUMEN SUMMARY
Zone Lumens % Lamp % Fixt.

0-30 998 22.1 22.1

0-40 1641 36.3 36.3

0-60 2957 65.5 65.5

0-90 4167 92.2 92.2

0-180 4517 100.0 100.0

ENERGY DATA
Total Luminaire Efficiency 100.0%

Total Lumens per Watt 105
IESNA RP-1-2004 Compliance Non-Compliant
Comparative Yearly Lighting Energy Cost per 
1000 Lumens

$2.26 based on 
3000 hrs. and 
$0.08 per KWH

ENERGY DATA
Total Luminaire Efficiency 100.0%

Total Lumens per Watt 112
IESNA RP-1-2004 Compliance Non-Compliant
Comparative Yearly Lighting Energy Cost per 
1000 Lumens

$2.12 based on 
3000 hrs. and 
$0.08 per KWH

Horiz 0-180

600

1200

600

1200

0 15 30 45

90

75

60

105

120

180 165 150 135

0.0 45.0 90.0

Horiz 0-180

650

1300

650

1300

0 15 30 45

90

75

60

105

120

180 165 150 135

0.0 45.0 90.0
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EXAMPLE L XEN4-35LW-RFA-EDU

LXEN RFA U4

SIZE 
4 4'

VOLTAGE
U 120V-277V 

LENS
RFA Ribbed 

Frosted 
Acrylic1

DRIVER
E Fixed Output

ED 0-10V Dimming

OPTIONS
GLR Fast Blow Fuse
DTS Dimming Bypass Module2

SSL Stainless Steel Tamper Resistance 
Ready Latches

TP Tamper Proof Latches

F3C8W 3 Wire 8' Wet Cord

F3C15W 3 Wire 15' Wet Cord

SWH Single Wet Hub 1⁄2" NPT Hub

DWH Dual Wet Hub  1⁄2" NPT Hub

COLOR TEMP
30 3000K
35 3500K
40 4000K
50 5000K

LUMEN OUTPUT
XW Extra Low Watt
LW Low Watt

–

MODEL
LXEN LED Narrow 

Enclosed and 
Gasketed

–– –

ORDERING INFORMATION

FEATURES
•	 Available in 4' length
•	 Narrow housing design for applications with limited space 
•	 Long life 60,000 hour LEDs at L80 for reduced maintenance 
•	 Four LED color choices 
•	 IP65, 67 all models
•	 IP66 all models with standard polyacetal (POM) latches 
•	 Fiberglass housing with F1 weatherability rating, standard 
•	 Wet label standard
•	 UL Sanitation certified to NSF standards 
•	 Gasket is non-porous to ensure seal
•	 Impact modified acrylic lens equivalent to 100% DR
•	 Lens firmly secured with captive tamper resistance ready 

polyacetal latches 
•	 Stainless steel latching optional 
•	 Removable gear tray electrical access
•	 Includes surface mounting brackets  
•	 Operates from -20°C to +50°C as standard 
•	 Optional elevated ambient on most models 
•	 DLC® (DesignLights Consortium) Qualified - see 		

www.designlights.org
•	 Five year warranty (Terms and Conditions apply)

CONSTRUCTION
Housing is formed from UL 5VA fiberglass. F1 
weatherability rating, suitable for indoor or 
outdoor use with respect to exposure to UV light. 
Pour-in-place non-porous gasketing assures seal. 
LED affixed to removable gear tray. 8 Latches per 
4’ length. Latches are provided tamper resistance 
ready, tamper resistant screws by others. Latches 
are standard polyacetal (POM), optional in stainless 
steel. Access openings are provided for electrical 
connection.

SHIELDING
Lineal ribbed frosted acrylic lens impact modified 
equivalent to 100% DR; modification adds flexibility 
to reduce impact breakage compared to standard 
acrylic formulations. 

FINISH
White painted parts are treated with a five-stage 
phosphate bonding process and finished with high 
reflectance baked enamel. 

ELECTRICAL
Long-life LEDs are rated for 60,000 hours at L80 
lumen maintenance. Driver options include fixed 
output for on/off function or continuous 0-10V 
dimming. QR code label affixed to housing for easy 
traceability.

MOUNTING
Use flexible conduit only. 

CERTIFICATION
All luminaires are built to UL1598 and 2108 
standards, and bear appropriate CSA labels. Ingress 
protection IP65, IP67 standard on all models. IP66 
on certain models.. UL Sanitation Certified per NSF 
Standards. Wet location labeling is standard. DLC® 
(DesignLights Consortium) Qualified. Please refer to 
the DLC website for specific product qualifications 
at www.designlights.org. The DTS, Dimming 
Bypass Module, is for emergency circuit control 
loads including sensors and wireless systems listed 
to UL924. See page 3 for wiring diagram. Link to 
Dimming Bypass Module Specification sheet.

WARRANTY
Five year warranty (Terms and Conditions Apply).

PRODUCT AVAILABILITY

Size Lumen 
Package

Nominal  
Lumen Range

(DFA Lens)
Nominal Watts Lumens/Watt

4'
XW 2000 - 2200 18 111 - 122

LW 3800 - 4300 37 102 - 116

Nominal lumen range represents 3000K through 5000K. Lumens vary according to 
color temperatures and other factors. See specific photometric test(s). 

1 Standard impact resistant equivalent to 100% DR.
2 For emergency circuit control loads including sensors and wireless systems listed to UL924. Only available with 0-10V driver. See page 3 for wiring diagram
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PHOTOMETRIC DATA Test 15629  Test Date 10/8/15

ZONAL LUMEN SUMMARY
Zone Lumens % Lamp % Fixt.
0-30 900 22.0 22.0
0-40 1483 36.3 36.3
0-60 2746 67.2 67.2
0-90 3822 93.5 93.5
0-180 4085 100.0 100.0

ENERGY DATA
Total Luminaire Efficiency 100%

Total Lumens per Watt 112
ANSI/IESNA RP-1-2004 
Compliance Noncompliant

Comparative Yearly Lighting 
Energy Cost per 1000 Lumens

$2.18 based on 
3000 hrs. and 
$0.08 per KWH

Test 15.01582  Test Date 8/27/15

LUMINAIRE DATA
Luminaire LXEN4-40LW-RFA-EU

LXEN LED Enclosed and Gasketed, 
Extreme Environment 7" x 51" LED 
with Ribbed Frosted Acrylic Diffuser

Ballast XI040C110V054BPT1
Ballast Factor 1.00
Lamp LED
Fixture Lumens 4085
Watts 36.60
Mounting Surface
Shielding Angle 0º = 90  90º = 90
Spacing Criterion 0º = 1.19  90º = 1.26
Luminous Opening 
in Feet

Length: 4.13
Width: 0.29
Height: 0.00 

ZONAL LUMEN SUMMARY
Zone Lumens % Lamp % Fixt.
0-30 484 23.1 23.1
0-40 789 37.6 37.6
0-60 1435 68.5 68.5
0-90 1964 93.7 93.7
0-180 2095 100.0 100.0

ENERGY DATA
Total Luminaire Efficiency 100%

Total Lumens per Watt 118
ANSI/IESNA RP-1-2004 
Compliance Noncompliant

Comparative Yearly Lighting 
Energy Cost per 1000 Lumens

$2.07 based on 
3000 hrs. and 
$0.08 per KWH

LUMINAIRE DATA
Luminaire LXEN4-40XW-RFA-EU

LXEN LED Narrow Enclosed and 
Gasketed, Extreme Environment 
7" x 51" LED with Ribbed Frosted 
Acrylic Diffuser

Ballast XIO20C056V054BST1
Ballast Factor 1.00
Lamp LED
Fixture Lumens 2095
Watts 17.70
Mounting Surface
Shielding Angle 0º = 90  90º = 90
Spacing Criterion 0º = 1.19  90º = 1.18
Luminous Opening 
in Feet

Length: 4.25
Width: 0.31
Height: 0.17
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NOTE:	 All dimensions are in inches; dimensions and specifications are subject to change without notice. Please consult factory or check sample for verification.

37⁄8"

23⁄8"

4"
41⁄2"

LXEN 4'

DIMENSIONAL DATA

513⁄4"

DTS WIRING DIAGRAM  (0–10V DIMMING DRIVER SHOWN)


 DTS Integration G

uide

DRIVER

YELLOW (#5)

BLACK

WHITE

VIOLET

GRAY

GRAY

BLACK
WHITE

BLUE
WHITE / BLUE

VIOLET
RED

ORANGE

SMALL YELLOW (CAP)

UTILITY 
POWER

EMERGENCY
POWER

TEST

WHITE/BLUE Emergency Neutral
BLUE Emergency Line
BLACK Utility Line (Unswitched Hot)
WHITE Utility Neutral
RED Switched Hot
VIOLET Dimming
GRAY Dimming
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https://hubbellcdn.com/installationmanuals/COL_DTS_Integration_Guide.pdf
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