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LANDSCAPE NOTES,

DETAILS &

SPECIFICATIONS

KJS

MAS

LANDSCAPE MATERIAL NOTES

SEEDING, SODDING, & POND VEGETATION NOTES

CONTRACTOR & OWNER RESPONSIBILITY NOTES

GENERAL NOTES

DECIDUOUS TREE PLANTING DETAIL

PARKING ISLAND LANDSCAPE DETAIL

SHRUB PLANTING DETAIL

PERENNIAL/ORNAMENTAL GRASS

PLANTING DETAIL

POLYETHYLENE LANDSCAPE EDGING

DETAIL

AutoCAD SHX Text
1. MATERIALS - PLANTING MIXTURE: ALL HOLES EXCAVATED FOR TREES, SHRUBS, PERENNIALS AND MATERIALS - PLANTING MIXTURE: ALL HOLES EXCAVATED FOR TREES, SHRUBS, PERENNIALS AND ORNAMENTAL GRASSES SHALL BE BACKFILLED WITH TWO (2) PARTS TOPSOIL, ONE (1) PART SAND AND ONE (1) PART COMPOST.  SOIL MIXTURE SHALL BE WELL BLENDED PRIOR TO INSTALLATION. 2. MATERIALS - TOPSOIL: TOPSOIL TO BE CLEAN, FRIABLE LOAM FROM A LOCAL SOURCE, FREE FROM MATERIALS - TOPSOIL: TOPSOIL TO BE CLEAN, FRIABLE LOAM FROM A LOCAL SOURCE, FREE FROM STONES OR DEBRIS OVER 3/4" IN DIAMETER, AND FREE FROM TOXINS OR OTHER DELETERIOUS DEBRIS OVER 3/4" IN DIAMETER, AND FREE FROM TOXINS OR OTHER DELETERIOUS MATERIALS.  TOPSOIL SHALL HAVE A pH VALUE BETWEEN 6 AND 7.  TOPSOIL AND PLANTING SOIL SHALL BE TESTED TO ENSURE CONFORMANCE WITH THESE SPECIFICATIONS AND SHALL BE AMENDED TO MEET THESE SPECIFICATIONS.  PROVIDE TEST RESULTS TO OWNER'S REPRESENTATIVE PRIOR TO PLACEMENT.  DO NOT PLACE FROZEN OR MUDDY TOPSOIL.  APPLY SOIL AMENDMENTS TO ALL LANDSCAPE AREAS PER SOIL TEST. 3. MATERIALS - SHREDDED HARDWOOD BARK MULCH: ALL PLANTING AREAS LABELED ON PLAN SHALL MATERIALS - SHREDDED HARDWOOD BARK MULCH: ALL PLANTING AREAS LABELED ON PLAN SHALL RECEIVE CERTIFIED WEED FREE  SHREDDED HARDWOOD BARK MULCH INSTALLED TO A MINIMUM AND CONSISTENT DEPTH OF 3-INCHES. SHREDDED HARDWOOD BARK MULCH SIZE & COLOR TO BE APPROVED BY OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION. FERTILIZER SHALL BE IN ACCORDANCE WITH APPLICABLE LOCAL, COUNTY AND STATE REQUIREMENTS. SHREDDED HARDWOOD SHREDDED HARDWOOD BARK MULCH AREAS SHALL NOT RECEIVE WOVEN WEED BARRIER FABRIC.  4. MATERIALS - TREE & SHRUB RINGS: ALL TREES AND/OR SHRUBS PLANTED IN SEEDED LAWN AREAS MATERIALS - TREE & SHRUB RINGS: ALL TREES AND/OR SHRUBS PLANTED IN SEEDED LAWN AREAS TO BE INSTALLED WITH A MINIMUM 5' DIAMETER SHREDDED HARDWOOD BARK MULCH TREE RING SPREAD TO A CONSISTENT DEPTH OF 3-INCHES. ALL TREE RINGS SHOULD BE INSTALLED WITH A 5" DEPTH SHOVEL CUT EDGE, ANGLED 45 DEGREES INTO SOIL AT A 5' DIAMETER ABOUT THE CENTER OF THE TREE PLANTING. A PRE-EMERGENT GRANULAR HERBICIDE WEED-PREVENTER SHOULD BE MIXED WITH MULCH USED TO INSTALL TREE RING AS WELL AS TOPICALLY APPLIED TO COMPLETED INSTALLATION OF TREE RING.   5. MATERIALS - POLYETHYLENE EDGING: EDGING SHALL BE 5" DEEP, POLYETHYLENE EDGING. OWNER'S MATERIALS - POLYETHYLENE EDGING: EDGING SHALL BE 5" DEEP, POLYETHYLENE EDGING. OWNER'S REPRESENTATIVE SHALL APPROVE PRODUCT SPECIFICATION PROVIDED BY LANDSCAPE CONTRACTOR.  SHALL APPROVE PRODUCT SPECIFICATION PROVIDED BY LANDSCAPE CONTRACTOR. 6. MATERIALS - TREE PROTECTION:  ALL TREES TO BE INSTALLED WITH LDPE TREE GUARDS AS MATERIALS - TREE PROTECTION:  ALL TREES TO BE INSTALLED WITH LDPE TREE GUARDS AS MANUFACTURED BY A.M. LEONARD HORTICULTURAL TOOL & SUPPLY CO., OR APPROVED EQUAL.

AutoCAD SHX Text
1. MATERIALS - TURFGRASS SEED: DISTURBED LAWN AREAS LABELED ON PLAN AS SUCH, SHALL RECEIVE MATERIALS - TURFGRASS SEED: DISTURBED LAWN AREAS LABELED ON PLAN AS SUCH, SHALL RECEIVE 6" OF TOPSOIL AND EARTH CARPET'S "MADISON PARKS" GRASS SEED, OR EQUIVALENT AS APPROVED BY THE OWNER'S REPRESENTATIVE, INSTALLED PER MANUFACTURER'S RECOMMENDATIONS.  IN ADDITION TO TURFGRASS SEED, ANNUAL RYE SHALL BE APPLIED TO ALL DISTURBED AREAS AT A RATE OF 1 1/2 LBS PER 1000 SQUARE FEET.  FERTILIZE AND MULCH PER MANUFACTURER'S RECOMMENDATIONS. MULCH SHALL BE CERTIFIED NOXIOUS WEED SEED-FREE . 

AutoCAD SHX Text
1. GUARANTEE:  THE CONTRACTOR SHALL GUARANTEE ALL PLANTS THROUGH GUARANTEE:  THE CONTRACTOR SHALL GUARANTEE ALL PLANTS THROUGH ONE (1) YEAR AFTER ACCEPTANCE BY THE OWNER'S REPRESENTATIVE.  PLANTS SHALL BE ALIVE AND IN HEALTHY AND FLOURISHING CONDITION AT THE END OF THE GUARANTEE PERIOD.  THE CONTRACTOR SHALL REPLACE (AT NO COST TO OWNER) ANY PLANTS THAT ARE DEAD OR NOT IN A VIGOROUS THRIVING CONDITION.  REPLACEMENT PLANTS SHALL BE OF THE SAME KIND AND SIZE AS ORIGINALLY SPECIFIED UNLESS OTHERWISE DIRECTED BY OWNER'S REPRESENTATIVE. RESTORE BEDS AS NECESSARY FOLLOWING PLANT REPLACEMENT, INCLUDING BUT NOT LIMITED TO BEDDING, EDGING, MULCH, ETC.  REPLACE PLANTS DAMAGED AT TIME OF PLANTING.  REPAIR AREAS DISTURBED IN ANY WAY DURING PLANT REPLACEMENT AT NO COST TO OWNER.  CONTRACTOR SHALL PROVIDE A ONE (1)-YEAR STRAIGHTENING GUARANTEE FOR ALL TREES. 2. CONTRACTOR IS RESPONSIBLE FOR STAKING THE PLANT MATERIALS FOR CONTRACTOR IS RESPONSIBLE FOR STAKING THE PLANT MATERIALS FOR REVIEW BY OWNER'S REPRESENTATIVE PRIOR TO DIGGING AND PLACEMENT AND SHALL COORDINATE ALL FINE GRADING AND RESTORATION WITH THE GRADING CONTRACTOR. 3. MAINTENANCE: (CONTRACTOR) FOR ALL PLANTINGS, SEEDED AND/OR SODDED MAINTENANCE: (CONTRACTOR) FOR ALL PLANTINGS, SEEDED AND/OR SODDED LAWN AREAS:  THE CONTRACTOR SHALL MAINTAIN ALL PLANTINGS AND LAWN AREAS FOR A MINIMUM TIME PERIOD OF 60 DAYS, UNTIL FINAL ACCEPTANCE BY OWNER'S REPRESENTATIVE.  THE CONTRACTOR IS RESPONSIBLE FOR ADEQUATELY WATERING PLANTS AND LAWN/TURFGRASS DURING THIS 60 DAY ESTABLISHMENT PERIOD. CONTRACTOR IS RESPONSIBLE FOR THE ESTABLISHMENT OF HEALTHY VIGOROUS PLANT MATERIALS AND LAWN/TURFGRASS GROWTH. CONTRACTOR IS ALSO RESPONSIBLE FOR ANY PRUNING OF PLANT MATERIALS, AND SHAPING AND/OR REPLACEMENT OR SUPPLEMENT OF DEFICIENT SHREDDED HARDWOOD BARK MULCH DURING THIS PERIOD.  LONG TERM PLANT MATERIALS AND LAWN/TURFGRASS MAINTENANCE AND ANY PROGRAM FOR SUCH IS THE RESPONSIBILITY OF THE OWNER. ALL PLANTINGS AND LAWN/TURFGRASS AREAS SHALL BE MAINTAINED IN A MANICURED CONDITION UNTIL THE TIME WHEN THE OWNER'S ACCEPTANCE IS GIVEN. 4. MAINTENANCE: (OWNER) THE OWNER IS RESPONSIBLE FOR THE CONTINUED MAINTENANCE: (OWNER) THE OWNER IS RESPONSIBLE FOR THE CONTINUED MAINTENANCE, REPAIR AND REPLACEMENT OF ALL LANDSCAPING MATERIALS AND WEED BARRIER FABRIC AS NECESSARY FOLLOWING THE ONE (1) YEAR CONTRACTOR GUARANTEE PERIOD.

AutoCAD SHX Text
1. GENERAL:  ALL WORK IN THE R-O-W AND PUBLIC EASEMENTS SHALL BE IN ACCORDANCE WITH GENERAL:  ALL WORK IN THE R-O-W AND PUBLIC EASEMENTS SHALL BE IN ACCORDANCE WITH LOCAL MUNICIPAL REQUIREMENTS.  JSD SHALL BE HELD HARMLESS AND DOES NOT WARRANT ANY DEVIATIONS BY THE OWNER/CONTRACTOR FROM THE APPROVED CONSTRUCTION PLANS THAT MAY RESULT IN DISCIPLINARY ACTIONS BY ANY OR ALL REGULATORY AGENCIES.  LOCATE ALL UTILITIES PRIOR TO CONSTRUCTION.  THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING ANY DAMAGE DONE TO UTILITIES.  CONTRACTOR MUST CALL 1-800-242-8511 FOR UTILITY LOCATIONS AT LEAST THREE DAYS PRIOR TO DIGGING.  HAND DIG AND INSTALL ALL PLANTS THAT ARE NEAR EXISTING UTILITIES. PROTECT PREVIOUSLY INSTALLED WORK OF OTHER TRADES. CONTRACTOR IS RESPONSIBLE FOR STAKING THE PLANT MATERIALS FOR REVIEW BY OWNER PRIOR TO DIGGING AND PLACEMENT AND SHALL COORDINATE ALL FINE GRADING AND RESTORATION WITH THE GRADING CONTRACTOR. 2. DELIVERY AND HANDLING: DO NOT DELIVER MORE PLANT MATERIALS THAN CAN BE PLANTED IN ONE DELIVERY AND HANDLING: DO NOT DELIVER MORE PLANT MATERIALS THAN CAN BE PLANTED IN ONE DAY, UNLESS ADEQUATE, APPROPRIATE AND SECURE STORAGE IS PROVIDED AND APPROVED BY OWNER'S REPRESENTATIVE. AT ALL TIMES, PROTECT ALL PLANT MATERIALS FROM WIND AND DIRECT SUN.  DELIVER PLANTS WITH LEGIBLE IDENTIFICATION LABELS.  PROTECT PLANTS DURING DELIVERY AND DO NOT PRUNE PRIOR TO DELIVERY.  ALL TREES AND SHRUBS SHALL BE PLANTED ON THE DAY OF DELIVERY; IF THIS IS NOT POSSIBLE, PROTECT THE PLANT MATERIALS NOT PLANTED BY STORING THEM IN A SHADED, SECURE AREA, PROTECTING THE ROOT MASS WITH WET SOIL, MULCH, HAY OR OTHER SUITABLE MEDIUM.  CONTRACTOR TO KEEP ALL PLANT MATERIALS ADEQUATELY WATERED TO PREVENT ROOT DESICCATION.  DO NOT REMOVE CONTAINER GROWN STOCK FROM CONTAINERS BEFORE TIME OF PLANTING.  DO NOT PICK UP CONTAINER OR BALLED PLANTS BY STEM OR ROOTS.  ALL PLANTS SHALL BE LIFTED AND HANDLED FROM THE BOTTOM OF THE CONTAINER OR BALL. PERFORM ACTUAL PLANTING ONLY WHEN WEATHER AND SOIL CONDITIONS ARE SUITABLE IN ACCORDANCE WITH LOCALLY ACCEPTED BEST HORTICULTURAL PRACTICES. 3. MATERIALS - PLANTS: ALL PLANTS SHALL CONFORM TO THE LATEST VERSION OF THE AMERICAN MATERIALS - PLANTS: ALL PLANTS SHALL CONFORM TO THE LATEST VERSION OF THE AMERICAN STANDARD FOR NURSERY STOCK ANSI Z60.1.  PLANTS SHALL BE TRUE TO SPECIES AND VARIETY SPECIFIED AND NURSERY GROWN IN ACCORDANCE WITH GOOD HORTICULTURAL PRACTICES UNDER CLIMATIC CONDITIONS SIMILAR TO THOSE IN THE LOCALITY OF THE PROJECT FOR AT LEAST 2 YEARS.  PLANTS SHALL BE FRESHLY DUG (DURING THE MOST RECENT FAVORABLE HARVEST SEASON).  PLANTS SHALL BE SO TRAINED IN DEVELOPMENT AND APPEARANCE AS TO BE UNQUESTIONABLY SUPERIOR IN FORM, COMPACTNESS, AND SYMMETRY.  PLANTS SHALL BE SOUND, HEALTHY, VIGOROUS, WELL BRANCHED AND DENSELY FOLIATED WHEN IN LEAF, AND FREE OF DISEASE AND INSECTS (ADULT EGGS, PUPAE OR LARVAE).  THEY SHALL HAVE HEALTHY, WELL-DEVELOPED ROOT SYSTEMS AND SHALL BE FREE FROM PHYSICAL DAMAGE OR OTHER CONDITIONS THAT WOULD PREVENT THRIVING GROWTH OR PREMATURE MORTALITY. PLANTS SHALL BE OF THE HIGHEST QUALITY, POSSESS TYPICAL GROWTH HABITS AND FORM FOR THEIR SPECIES AND BE FREE OF INJURY. PARKWAY TREES AND PARKING LOT TREES SHALL HAVE A MINIMUM BRANCHING HEIGHT OF SIX (6) FEET ABOVE THE GROUND TO ALLOW ADEQUATE VISUAL AND PHYSICAL CLEARANCE. 4. PRUNING: THE CONTRACTOR SHALL PRUNE ALL TREES AND REPAIR ANY INJURIES THAT OCCURRED PRUNING: THE CONTRACTOR SHALL PRUNE ALL TREES AND REPAIR ANY INJURIES THAT OCCURRED DURING THE PLANTING PROCESS. DOUBLE LEADERS, DEAD BRANCHES, AND LIMBS DAMAGED OR BROKEN DURING THE PLANTING PROCESS, SHALL BE PRUNED.  THIS SHALL BE THE ONLY PRUNING ALLOWED AT PLANTING.  PRUNING SHALL CONFORM TO THE LATEST VERSION OF THE AMERICAN STANDARD FOR TREE CARE OPERATIONS, ANSI A300.  PRUNE TREES IN ACCORDANCE WITH NAA GUIDELINES.  DO NOT TOP TREES.  PRUNE SHRUBS ACCORDING TO STANDARD HORTICULTURAL PRACTICES.  ON CUTS OVER 3/4" IN DIAMETER AND BRUISES OR SCARS ON BARK, TRACE THE INJURED CAMBIUM LAYER BACK TO LIVING TISSUE AND REMOVE.  SMOOTH AND SHAPE WOUNDS SO AS NOT TO RETAIN WATER.  TREAT THE AREA WITH AN APPROVED INCONSPICUOUS LATEX BASED ANTISEPTIC TREE PAINT, IF PRUNING OCCURS "IN SEASON". DO NOT PRUNE ANY OAK TREES DURING THE MONTHS FROM APRIL TO OCTOBER. 5. CLEANUP: THE WORK AREA SHALL BE KEPT SAFE AND NEAT AT ALL TIMES.  DISPOSED OF EXCESS CLEANUP: THE WORK AREA SHALL BE KEPT SAFE AND NEAT AT ALL TIMES.  DISPOSED OF EXCESS SOIL.  REMOVE ALL CUTTINGS AND WASTE MATERIALS. SOIL AND BRANCHES. BIND AND WRAP THESE MATERIALS, ANY REJECTED PLANTS, AND ANY OTHER DEBRIS RESULTING FROM ALL PLANTING TASKS AND PROMPTLY CLEAN UP AND REMOVE FROM THE PROJECT SITE.  UNDER NO CIRCUMSTANCES SHALL THE ACCUMULATION OF SOIL, BRANCHES OR OTHER DEBRIS BE ALLOWED UPON A PUBLIC PROPERTY IN SUCH A MANNER AS TO RESULT IN A PUBLIC SAFETY HAZARD OR DAMAGE.  LIKEWISE, UNDER NO CIRCUMSTANCES SHALL ANY DEBRIS OR INCIDENTAL MATERIALS BE ALLOWED UPON ADJACENT PRIVATE PROPERTY. 6. ANY SUBSTITUTIONS IN PLANT TYPE, LOCATION, OR SIZE SHALL BE APPROVED BY LANDSCAPE ANY SUBSTITUTIONS IN PLANT TYPE, LOCATION, OR SIZE SHALL BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO INSTALLATION.  7. CONTRACTOR TO VERIFY PLANT MATERIAL QUANTITIES AND SQUARE FOOTAGES. QUANTITIES SHOWN ON CONTRACTOR TO VERIFY PLANT MATERIAL QUANTITIES AND SQUARE FOOTAGES. QUANTITIES SHOWN ON PLAN TAKE PRECEDENCE OVER THOSE ON SCHEDULE. 

AutoCAD SHX Text
IRRIGATION (SEE SPECS): : BASE BID - DRIP IRRIGATION PROVIDED IN - DRIP IRRIGATION PROVIDED IN ALL PLANT BED AREAS SURROUNDING BUILDING ALTERNATE BID - POP-UP IRRIGATION FOR  - POP-UP IRRIGATION FOR ALL PERIMETER PLANTING BEDS AND TURFGRASS AREAS

AutoCAD SHX Text
LANDSCAPING: : LANDSCAPING TO BE INSTALLED AFTER COMPLETION OF THE BUILDING INSTALLATION OF LANDSCAPING NOT TO AFFECT OPERATIONS OF THE BUILDING

AutoCAD SHX Text
REV. 01-04-2019

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
NYLON STRAPPING MATERIAL

AutoCAD SHX Text
WOODEN STAKES - 3 PER TREE

AutoCAD SHX Text
ROOT FLARE SHALL BE EXPOSED

AutoCAD SHX Text
SEE NOTES FOR MULCH SPECIFICATIONS

AutoCAD SHX Text
SAUCER MOUND AROUND TREE

AutoCAD SHX Text
PROPOSED GRADE

AutoCAD SHX Text
PLANTING MIXTURE (WATER TAMP TO REMOVE AIR POCKETS)

AutoCAD SHX Text
REMOVE BURLAP, TWINE, AND WIRE FROM UPPER HALF OF BALL

AutoCAD SHX Text
POSTS TO EXTEND 18" BELOW TREE PIT INTO UNDISTURBED GROUND

AutoCAD SHX Text
UNDISTURBED GROUND

AutoCAD SHX Text
SEE DETAIL ABOVE

AutoCAD SHX Text
NYLON STRAPPING MATERIAL SECURED LOOSELY AROUND TRUNK

AutoCAD SHX Text
(3) 2" SQ. OR 2 1/2" DIA. WOODEN STAKES

AutoCAD SHX Text
1. DIG HOLE NO DEEPER THAN BASE OF ROOT BALL TO FLARE.  ROOT BALL TO BE     SET ON UNDISTURBED SOIL UNLESS COMPACTED AGGREGATE STONE REMAINS FROM    SITE EXCAVATOR.  REMOVE REMAINING AGGREGATE STONE UNTIL SOIL LAYER IS    REACHED 

AutoCAD SHX Text
2. REMOVE NYLON STRAPPING WITHIN 9-18 MONTHS FOLLOWING INSTALLATION 
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STRAPPING ATTACHMENT AND STAKING DETAIL
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REV. 01-03-2019

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
PARKING ISLAND TO BE DUG FREE OF AGGREGATE TO A MINIMUM DEPTH OF 24" AND PREPARED FOR PLANTINGS AFTER INSTALLATION OF CURB AND GUTTER

AutoCAD SHX Text
SEE NOTES FOR MULCH SPECIFICATIONS

AutoCAD SHX Text
PLANTING MIXTURE (WATER AND TAMP TO REMOVE AIR POCKETS)

AutoCAD SHX Text
EXISTING/INSTALLED CURB AND GUTTER

AutoCAD SHX Text
EXISTING/INSTALLED AGGREGATE

AutoCAD SHX Text
MOUND TOPSOIL 12" ABOVE CURB WITH TOPSOIL PLANT MIX OR AMENDED NATIVE SOILS
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REV. 01-03-2019

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
SEE NOTES FOR MULCH SPECIFICATIONS

AutoCAD SHX Text
PROPOSED GRADE

AutoCAD SHX Text
PLANTING MIXTURE (WATER TAMP TO REMOVE AIR POCKETS)

AutoCAD SHX Text
REMOVE BURLAP, TWINE AND WIRE FROM UPPER HALF OF BALL
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SAUCER MOUND AROUND SHRUB

AutoCAD SHX Text
1. ROOT FLARE TO BE EXPOSED.
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NOTE:
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REV. 01-03-2019

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
SEE NOTES FOR MULCH SPECIFICATIONS

AutoCAD SHX Text
PROPOSED GRADE

AutoCAD SHX Text
PLANTING MIXTURE (WATER TAMP TO REMOVE AIR POCKETS)

AutoCAD SHX Text
REMOVE ENTIRE CONTAINER FROM ROOTS AND SPREAD ROOTS OUT CAREFULLY

AutoCAD SHX Text
SAUCER MOUND AROUND SHRUB

AutoCAD SHX Text
1. ROOT FLARE TO BE EXPOSED

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
REV. 01-03-2019

AutoCAD SHX Text
N.T.S.

AutoCAD SHX Text
SEE NOTES FOR MULCH SPECIFICATIONS

AutoCAD SHX Text
PROPOSED GRADE

AutoCAD SHX Text
3/8" GALVANIZED STEEL SPIKE 8" - 10" LONG

AutoCAD SHX Text
5" POLYETHYLENE EDGING
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